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NOTES:
] 1. ELECTRICAL CHARACTERISTICS: |
1—1 CURRENT RATING: 10A.
1-2 CONTACT RESISTANCE: 30 mOhm Max.
1-3 INSULATION RESISTANCE: 100 MOhm Min at 500VDC. E ] LIQUID GLUE IIN/A BLACK
1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE GOLD PLATING
D MALE PIN 4
B 2. MECHANICAL CHARACTERISTICS: HRASS OVER NICKEL PLATING [ R
2—1 TIGHTENING TORQUES: 0.8~1.0Nm(7.08~8.85Ibf.in.). C BODY 1_[PAGE BLACK
3. ENVIRONMENTAL: B GASKET 1 [SILICONE BLACK
3—1 OPERATING TEMPERATURE: —40°C TO +105¢C. A NUT T |PAGE BLACK
— . %ﬁ\mﬂm@@zQoo%omw@w@mmz%z%ﬂ. NO|  DESCRIPTION QrY MATERIAL PLATING & COLOR  |—
: b : Singatron Enterprise Co., Ltd.
5. FOR PANEL THICKNESS MAX OF 4.0mm mmmmmwm%ﬁmm@mzw@ % , w%%%mmm&mmm\bﬂ
6. OTHER GENERAL SPEC TO REFER"QUICK SERIES GENERAL SPEC”. TR SERES STARDART—er BCE TOCK VP
7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. DECIMALS: ANGLES: \TITLE | \ial£ CONN. MALE PIN
A 8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING :[cr-pass] X 205 X :#2° [DWN | vang |PART NO.2QT3000-W04400H |
XX 403 XX:£1" [CHKD| JF SCALE 2:1 [UNIT: _mm | @ 4
XXX 402 APVD| Steve |SIZE- A3 |SHEET:1T OF 1|REV:A
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