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REV.JECN NO OR DESCRIPTION | REVISED | DATE
8.20 A [T180516-5E DA 20190613

2-82.40
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NOTES:

é 1. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —20°C TO +80°C
H CURRENT RATING: 20A+1.54
i DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
SPECIFICATIONS:SEE "QUICK SFRIES GENERAL SPEC”.

—PIN 2/3/4, L=6.50 TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
PIN 5 L=7.00 GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cp-rass]
PIN 1, [=8.20
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3-80.80

FOR PANEL THICKNESS MAX OF 4.0mm
THE NUT REQUIRED SPECIAL INSTALLATION TOOLS

SESE RIS

SCETION A-A

20.0

14.50
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GLUE AREA

L

PIN 2
PIN 3

PIN 4

PIN 1~5, L=4.5

5/8"=27UNS

LIQUID GLUE 4L1Q001-JA9404 |N/A| SILICONE BLACK
NUT 4CT3501-WO00A6 | 1 | BRASS BLACK NICKEL PLATING
3
1
1
1

MALE PIN 1.5A 4CM3024-W05285
MALE P\N(L) 20A] 4QM3002-W03685
MALE P\N(S) 20A 4QM3002-W03675
BODY 4QT3002—-WOSEQ1 PAG6+GF BLACK

\ NO DESCRIPTION P/N QTY | MATERIAL PLATING & COLOR —
o UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES % S ERD AR E]

DECIMALS:  ANGLES: |TITLE | HICK SERIES STANDARD SIZE (PCE TYPE)

X 405 X +2 [DWN DA PART N0.:2QT3002-W05E00H
MATING CONNECTOR oINS ooy 4 | XX 203 XX:t1 [CHKD[TCliao [SCALE 27 JNT_mm | & &

PART NO.2QT3004—WOSEOSH XXX 40.2 APYD|T.C Ligo |SIZE: A3_|SHEET.1 OF 1|REV: A

CUSTOMER_COPY
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1~3u” GOLD PLATING
OVER NICKEL PLATING
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RECOMMENDED PANEL CUT-0OUT




