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WATERPROOF RATE: 1P67 WATERPROOF RATE: IP67 WATERPROOF RATE: IP67 U
CUSTOMER P/N Singatron P/N
K3:3.10.4718.41.924 | 2QT3004-W03414H C
YELLOW/GREEN | P 3
ZA-RW
BLUE N 2 H | CABLE 1 31 02 67 Tmm? BLACK
BROWN L 1 G | SPRING 4 [sus N/A -
WIRE COLOR CONNT~4, F_[INNER MOLD 4 TPy NATURAL
E [ovErR woOLD 4 [TPU BLACK
PIN OUT
D [o-RING 4 [SILICONE BLUE
CONNT~4. C Jrock Nut 4 [pC GREY B
Phosphor Bronze GOLD PLATING
NOTES: B | FEMALE PIN 12 {c5441 OVER NICKEL PLATING
1. WATERPROOF RATE: IP67 A [FEMALE BODY 4+ |pace BLACK
2. ELECTRICAL CHARACTERISTICS NO DESCRIPTION QTY MATERIAL PLATING & COLOR  }—
RATING: 10 AMPS 300V UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
5 OPERATING TEMPERATURE: —20°C 0 +80°C. SPECIFED TOLERANCES =i AR ST BR LN S]
4. SPECIFICATIONS:SEE "QUICK SERIES SPECIFICATIONS”. DECIMALS:  ANGLES: | TITLE | haon e e s QH K e o NoARD SIZE(1P67)
5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 405 x .+ |DWN] Vicky [PART NO.2QT3004-W03414H | s
6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[az-rass] XX 403 Xxx:£1° |CHKD| Harlen |SCALE 11 JUNIT. mm | @& =%
Pin_Assignments XXX 402 APVD| Steve |SIZE: A3 |SHEET:1 OF 1|REV: A
Front View CUSTOMER COPY
2 3 4 A W 5 6 7/ _ 8 TS RD-06-043-4




