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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..5170418—5A~5C | Vicky |2017.0614
4-52073"
+400

Connd.

YELLOW/GREEN | PE 5
BLUE N 2
BROWN L 1
WIRE COLOR CONNT~5.
PIN QUT
CONN1~b5.

Pin Assignments
Front View

WATERPROOF RATE: IP67

ConnZ.

WATERPROOF RATE: IP67

Connl.

WATERPROOF RATE: IP67

CUSTOMER P/N L Singatron P/N
K3:3.10.4718.41.920 8000 | 2QT3004-W03410H
K3:3.10.4718.41.921 [g000 | 2Q73004-w03411H
K3:3.10.4718.41.922 [4000 [ 2Q73004-W03412H

NOTES:

1. WATERPROOF RATE: P67

2. ELECTRICAL CHARACTERISTICS
RATING: 10 AMPS 300V

SRS

OPERATING TEMPERATURE:
SPECIFICATIONS: SEE "QUICK SERIES SPECIFICATIONS”,
TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING e rass]

-20°C TO +80°C.

H |caBLE : wp.wﬁjgsm BLACK

G [SPRING BEE N/A |
F [INNER MOLD 5 [rPu NATURAL

£ [0VER WOLD 5 [rPu BLACK

D [0-RING 5 [SLCONE BLUE

C [Lock NOT 5 [rc CREY

B |FEMALE PIN 15 |Phosphor Bronze QVER NICKEL PLATING

A |FEMALE BODY 5 Prcoror BLACK

NO | DESCRPTION —[aTy MATERIAL PLATING & COLOR |—

UNLESS OTHERWISE
SPECIFED TOLERANCES

% Singatron Enterprise Co., Ltd.
1B = AR BT IR T]

DECIMALS: ANGLES:
X (05 X 7
XX 203 XX:£1°
XXX 402

TITLE CIRCULAR SERIES QUICK TYPE STANDARD SIZE(IP67)
FEMALE CONN. FEMALE 3PIN (10)A

DUN | Vicky

PART NO.2QT3004-W0341XH

CHKD| Harlen [SCALE 1:1

UNIT:  mm @ =1

APVD| Steve |SIZE: A3

SHEET:1 OF 1 |REV: A

CUSTOMER COPY

¢ 1

8 XHARIERD—06-045-A



