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REVJECN NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.S150729-3B | Vicky | 2015.08.17
B | ECN NO..S150863-R Vicky | 2015.08.28
C | ECN NO..ST61221—C Vicky [ 20161213
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RED - H_mj% gzomw%a? CHARACTERISTICS
| . : 7 - BLACK
1—1 CURRENT RATING: 10 AMPS. i WIRE UL1007 22A0G L=J0 —— o P
WIRE COLOR CONN. 1-2 CONTACT RESISTANCE: 3 Ohm Max. F MALE PIN 4 [Phosphor Bronze OVER NICKEL PLATING
PIN OUT 1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC.
1—4 BREAKDOWN VOLTAGE: 1000VAC PER MINUTE. D BODY 1 | PABG BLACK
CONN. 2. ENVIRONMENTAL: C INNER MOLD 1 | PVC BLACK B
2-1 OPERATING TEMPERATURE: —40°C TO +105°C. B OVER MOLD 1 [TPU BLACK
2-2 SEALING REQUIREMENTS: IP67. %1 O ODB.0
3. LIFE TEST: 1,000 CYCLES MIN.. A CABLE [ GRAY
4. OTHER GENERAL SPEC TO REFER’QUICK SERIES GENERAL SPEC”. ol BRSO T TR SN & Coon 1
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS . -
SALES OFFICE UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS SPECIFED TOLERANCES == (AR H PRZ Y F]
OTHERWISE STATED. DECMALS:  ANGLES: [TITLE | SA 2 CORMIACE AENGIon),
7. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. . e - _
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8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[ar.rass] . XX 403 XXAT [oD I\M«ms M%Mm Wﬂ%ﬁ%mﬂgs&%&ﬁw A
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