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WIRE COLOR CONN. 1. ELECTRICAL CHARACTERISTICS: 3 FEMALE PIN 3 |PHOSPHOR BRONZE I~3u” GOLD PLATING
5N OUT 1=1 CURRENT RATING: 10 AMPS. OVER NICKEL PLATING
1-2 CONTACT RESISTANCE: 3 Ohm Max. D BODY 1 [ Pac6 BLACK
CONN. 1=3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. C INNER MOLD 1 [1PU BLACK
1-4 BREAKDOWN VOLTAGE: 1000VAC PER MINUTE. ST OVER WOLD BT BLACK
2. ENVIRONMENTAL: I,
> 2—1 OPERATING TEMPERATURE: —40°C TO +105°C. A CABLE 1 g s 007 9mm BLACK
2-2 SEALING REQUIREMENTS: IP67.
@, 3. OTHER GENERAL SPEC TO REFER'QUICK SERIES GENERAL SPEC”. NOJ DESCRIPTION  JOTY MATERIAL PLATING & COLOR
L~ 4. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
\ SALES OFFICE. SPECIFED TOLERANCES == == oET RN T
. . QUICK SERIES STANDARD SIZE
5. %ﬁmmgmmm%ﬂwmwxm NOMINAL FOR REFERENCE ONLY UNLESS DECIWALS:  ANGLES: | TiTLE | BHIE o Fem e ot )
6. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. Mx WNW wxm DN g<,ﬁ% PART NO.29T3030—W03407H
S 7. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[er-rass] A 200 XX T 1CHKD SCALE 2:1 JUNIT: _mm | @ <3
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