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BLUE 3 NOTES:
e 0 1. ELECTRICAL CHARACTERISTICS:
1-1 CURRENT RATING: 10 AMPS.
BROWN 1 1=2 CONTACT RESISTANCE: 5mOhm Max.
1-3 INSULATION RESISTANCE: 100 MOhm Min. ot 500VDC. T30 COLD PLATING
WIRE COLOR CONN. 1—4 BREAKDOWN VOLTAGE: 1000VAC PER MINUTE. E | FEMALE PIN 3 [PHOSPHOR BRONZE
OVER NICKEL PLATING
PIN QUT 2. ENVIRONMENTAL: > S007 T Pres BLACK
o 2-1 OPERATING TEMPERATURE: —35C TO +105C.
CURR. 2-2 SEALING REQUIREMENTS: IP67. C | INNER MOLD 1 | TPU NATURAL
3. OTHER GENERAL SPEC TO REFER’QUICK SERIES GENERAL SPEC”. B OVER MOLD 1 {TPU BLACK
4 FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS ALt [ 2crsmmeic Lk
SALES OFFICE. . *0.5mm’_0D:7.2mm
5. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS NO | DESCRIPTION Oy MATERIAL BLATING & COLOR
OTHERWISE STATED. Singatron Enterprise Co., Ltd.
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7. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[arrass] S R s
DECIMALS:  ANGLES: |mmLe
5 RRET A ERSECE (RSAAPE) HREE-5C—105C 44 - > HALE CONN. FEWALE SPIN(i0)
ROBSAF#E SR 2517, SMEPVCRERBRZM (KLPE) 21 5m2+140. 5m2 £ 05 X A2 DN | Vicky |PART NO.2QT3030—WO3411H
BEER, . 8 EEPENR 7.240.2m XX £0.3 XX:E10 [oHKD] JF T |SCALE 21 JUNIT: mm [ & <%
Pin Assignments Yo " T XXX 0.2 APVD| Steve |[SIZE: A3 |SHEET:1 OF 1|REV: A
Front View CUSTOMER COPY
1 _ 3 _ 4 ' 5 6 7 [ s

JHHEE RD-06-043-A



