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1~3u” GOLD PLATING
4 BLACK(244) 4 Traxon part . / FEMALE PIN 4 [Prosphor Bronze OVER NICKEL PLATING
3 BLUE(174) 3 number ceenenen . |_BoDY T [PABOT 25%0F BLACK .
> SROWN( 17 > TwIST QUICK LOCK INTER CABLE H SPRING 1 ]Sus N/A
(174) TU.AC.0603100 000 UL21996 17#2C+P+
1 WHITE(244) 1 G| caBLE 1 pagrip(uv) 007.2 BLACK(PVC JACKET)
NOTES: Sun Res Wet60'C Cablg
CONN. 1 WIRE COLOR CONN.2 . -
1. WATERPROOF RATE: IP66/IP67 = TR TieeE L
PIN OUT 2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE:—40" TO +105° - OVER WOLD 2 |TPEE BUACK
CONN.1 CONN.2 . . . D [ 0-RING 1 [SILICONE(SHORE A 30']  BLUE
CONTACT RESISTANCE: 0.1 ohm (connector&soldering point) C L0CK_NUT T1°C 9330 CRAY 5
y +Ao.o:& szvg\SAQonozmvv 3o GO PLATG
RATING: 60V AC/DC 10A(PIN2&PIN3) SA(PINT &PIN4). _ ~3u
B| MALE PIN 4 |HBIS9-1.58 G2
TEST CONDITION: DC300V  10Mohm  10ms OVER NICKEL PLATING
3. SPECIFICATIONS:SEE "QUICK SERIES GENERAL SPEC”. A BODY 1 [PA66+29%GF BLACK
4. T0 CONFORM TO ROHS REQUIREMENT AND REACH REGULATION NO| DESCRIPTION  JOTY MATERIAL PLATING & COLOR  p—
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [arpass] | UNLESS OTHERWISE % singatron Tnterprise Co. Ltd.
6. NON—HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS SPECIFED TOLERANCES S 2 e SFERR O HBRZY S
7. LASE DATE CODE "YYMMDD” ON TOP OF OVER MOLD DECIMALS:  ANGLES: |TITLE | GRSVl 2T ANArE 58, (CHIek JYE8)
DATE CODE: YYMMDD _ X 05 x 2 [oww |1z PART NO.2QT3030-W04845H | o
Pin_Assignments MONTH XX 205 XX 21 [OHKD] JF SCALE 2.1 [UNIT._mm [ =%
Front View VEAR XXX 202 APVD] William_[SIZE- A3 |SHEET:1 OF T|REV: A
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