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ECN NO OR DESCRIPTION

REVISED

DATE

PDR.S111206—3A

Soldier

2012.12.22

SPECIFICATIONS: (RF CONN. BNC)
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Contact Pin Definition

o

TOLERANCES: £0.05mm
MATING JACK FOR PCE

PIN'| FUNCTION
1| Signal
2 | Ground

~J

$9.85° 503

+0.29
5.5-022
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MATING PLUG(750HM)

Contact Pin Definition

PIN | FUNCTION

#1 | CENTER CONTACT

#2 | OUTER CONTACT

1-1.

2-1.

IMPEDANCE

1. ELECTRICAL CHARACTERISTICS:

75 OHM
1=2. FREQUENCY RANGE: 0~1.5 GHz.
1=3. DIELECTRIC WITHSTANDING VOLTAGE : 60 VRMS MIN.

2. ENVIRONMENTAL CHARACTERISTICS:

TEMPERATURE RANGE : =20~+90 °C

3. LIFE TEST: 500 CYCLES (BNC JACK).

4. OTHER GENERAL SPEC. TO REFER "2RF3005-061002H_SPEC”.

5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPECIFICATION

6. GREEN PRODUCT IDENTIFICATION [ABEL ON \U\ai@z@E

/. FOR WAVE SOLDERING LEAD-FREE PROCESS.
8. PACKAGING:TRAY

NUT

Brass

Ni 80u” min. Plating

WASHER

SPCC 0.5t

Ni 60u” min. Plating

PROTECT TUBE

92.5x15L

TRANSPARENT COLOR

Mirco Cooxial Conn.(50 ohm)

Brass, IPEX or the same a5

GOLD PLATING

WIRE (75 ohm)

#1.37 Coaxiol Cable

GRAY

HEAT SHRINK TUBE

92.9x12L

LIGHT GRAY BIkfs

SHELL

SPCC-SD T=0.60

Ni 60u” min. Over Cu 80u” Min.

STOPPER

Brass

Ni 80u” min. Over Cu 80u” Min.

CENTER PIN

Copper

Au 1u” min. Over Ni

8ou”

INSULATOR

Teflon

WHITE

= luv] ko) ANl [nal Bual Kep] puid B IS BN

BODY

Brass

Ni 100u” min. Platin
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