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SPECIFICATIONS: ( TYPE PAL )
7 1. IMPEDANCE : 75 ohm for IEC NORMAL
— 2. FREQUENCY RANGE : 0~2 GHz ( PART PAL JACK ) —
3. OTHER GENERAL SPEC. TO REFER "2RF3009-015002F SPEC”.
1/2"-28UNEF 4. TO CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
ACCESSORIZE PARTS 5. PRODUCT IDENTIFICATION LABEL ON PACKAGING:
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1+0.1
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D 2042 @/ mmm Soldering area A / moH D
@\f RECOMMENDED
WHITE LABEL MCKINLEY_10F P CONNECTOR CABLE MOUNTING HOLE
OF ROUND 6017B0363701ROHS2+HF) DO
C SINGATRON  YYYYMMDD A0 _ _ C
‘_\N Z8UNEF-2A K |NUT 1 | ZINC ALLOY NICKEL PLATING
LABEL J_ | WASHER 1| sPec 0.t NICKEL_PLATING
| |PROTECT TUBE 1 | 82.5x15L TRANSPARENT COLOR
g H |Mirco Coaxial Conn.| 1 | (50 ohm)Brass GOLD PLATING -
0:n_w. G |WIRE (75 ohm) 1 | #1.57 Coaxial Cable BLACK COLOR
$2.004005 9.00 . 3 F [[ABEL 1 [ L2810 WHITE_COLOR
 |00.50s005 R > £ |HEAT SHRINK TUBE | 1 | #2.5x10L BLACK COLOR
o I - D |COPPER STOPPER 1 | BRASS NICKEL PLATING B
by So C [CENTER CONTACT 1 | BRASS GOLD FIASH
H ¥
9 T | E—F ) =5 B |INSULATOR 1| TEFLON=PTFE WHITE_COLOR
- @ [ 2 A |COPPER_BODY 1 | BRASS NICKEL PLATING
— m MATING PLUG NO DESCRIPTION QrY MATERIAL PLATING & COLOR |—
mm MATING JACK FOR PCB _— UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
S| (SCALE 8:1) ) o SPECIFED TOLERANCES (=i 4 = AN
Contact Pin Definition Contact Pin Definition DECIMALS:  ANGLES: |TITLE c
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