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Notes: REV.|  ECN No DESCRIPTION REVISED|  DATE
1. Voltage & Current Rating: AC 150V & DC 1.0A Al 2009-11-16
2. Contact Resistance: 30mQ max. @ initial, 100mQ max. after durability test
3. Insulation Resistance: 100MQ min. @ DC 300V-5 seconds A2 | ECN20160930-001 | PART NOBH-WL-019 =>BH-WO-054| Noah | 2016-09-30
4, Dielectric Withstanding Voltage: AC 1000V
5. Operation Temperature: -40°C~70°C 1521
6. Durability: 200 Cycles 15.92 D .
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reen Silver Plating
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5 Contact 5 | Conper Allo Gold Plat; X -40.30 X :+1° |DWN |Li Weimin|PART NO. 2RJ—BHWO054L
- : — AZZ TG 45 - f p ating XX 4020 XX :#05 |CHKD| Jack |SCALE 1:1 [UNT: mm | @& =t
Housing , = Blac XXX :£0.10 APVD | Ghen Jurln |SIZE: A3__|SHEET:1_OF 1|REV:AZ2
NO. PART NAME QTY MATERIAL PLATING & COLOR Remark XAXXX :£0.05 CUSTOMER COPY
1 | 2 | 3 | 4 5 | 6 7 | 8 ammtr-0s-065-4
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