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REV.|ECN _NO OR DESCRIPTION | REVISED | DATE
@ A PDR RELEASE Even 2021.10.04

M DATE CHDE 5.0 B |ECN NO: [202112-C02 | Even | 2022021
M 1370 | SPECIFICATIONS:
‘ ‘ ] P® oo 1. VOLTAGE RATING: 150 VAC MAX. F
! 2. CURRENT RATING: 1.5 AMP MAX.
o J 0100 g% 3. LOW LEVEL CONTACT RESISTANCE:45 MILLIOGHMS INITIAL.
5 HHAKKK e 7 veols o L7 4. INSULATION RESISTANCE: 500M OHMS MIN. AT 500 VDC.
g i = A 5. DIELECTRIC WITHSTANDING VOLTAGE: 800 VAC 60Hz 1 MINUTE.
- ‘ g7 K 505 9 glw 6. LED'S CHARACTERISTICS. —
| g™ & [ 6-1.FORWARD CURRENT:25%+5mA.
T P 6-2.FORWARD VOLTAGE:2.2 VOLTS TYPICAL.
ey ey Do 6-3.REVERSE VOLTAGE:5.0 VOLTS MAX.
16.1040.25 D1 = 6-4.LED Luminous intensity5~10mcd E
=210 1 sy o2, 6-5.AMBER LED Wavelength 600~612nm
1xi52=714 6-6.GREEN LED Wavelength 564.5~576.5nm
RECOMENDED PCB LAYOUT 7. DURABILITY: 5,000 CYCLES .
TOLERANCE:005nm 8. OPERATING TEMPERATURE: —30°C TO +70°C.
RECOMENDED PCB TH]CKNESS:I 20£0.05
pinl bing . Layout Project directionTOP SIDE 9. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
%, @O ® 3z 10. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
% I 1285t015 [/ C - e 11. PACKAGE: SEE “2RJ1656-101211F" PACKAGE.
N Y 12 g | &4 ﬁ/ , 12. FOR REFLOW SOLDERING LEAD—FREE PROCESS.
g = HMHHHUW\ q = g /= gzs 13. THE FEATURE TO PREVENT FROM RJ11 PLUG INSERTING
= @ t ¥ = = =4 a dlg g ISR, AND WITHSTANDING INSERTION FORCE IS 2.5KGF Min. D
n = ; s : m ‘ S HARRHEE o 14. OTHER GENERAL SPEC. TO REFER "2RJ1656—101211F SPEC”
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2.9010.15 PART NO.
6.40£015 | 4654015 2RI1656-101 {
15.70£015 6.452015 LSUFFIX' HALOGEN FREE
PACK
1: TAPE & REEL C

HOUSING COLOR
1: BLACK

T

CONTACT AREA PLATING
: 30u”GOLD PLATING ON CONTACT AREA,

75u” MIN. MATTE TIN(Sn) PLATING ON SOLDER AREA.

0,25
9.20£0.25

0.50£0.05¢4X>
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2 50u” MIN. NICKEL UNDERPLATED OVERALL. —
2 Rl 2F E| cap 1| Lep uL 94v—0 BLACK
0504005410 G4 Ag Z|e D | LED 2 | AMBER/GREEN TIN
L2405 0514015 o ;| C | SHIELD 1| SUS 201 50u” NICKEL PLATED | B
‘ U%;fllffésfé) —(B) z B | CONTACT 8 | C5210 SEE PART NO.
T | 2 HOUSING 1 BLACK
nsososs g g‘ A PATOT UL 94V-0
- NO DESCRIPTION QrY MATERIAL PLATING & COLOR | —
UNLESS OTHERWISE
LED CHERACTERISTIC SPECIFIED TOLERANCES é% EHRFHEE B FIRAE]
BI(=) B2+ | AMBER DECIMALS: ANGLES: |TITLE | RJ45 JACK, W/LED, R/A, SINKING, DIP TYPE ,H=5.10mm
XX 203 XX:E1" |CHKD SCALE 3/1|UNIT:  mm © =1
XXX :10.2 APVD Wm0 | SIZE: A3 |SHEET:1 OF 1|REV:B
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