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REV.JECN NO OR DESCRIPTION | REVISED| DATE
A |PDR RELEASE W=C | 201501.15
B |ECN NO: L202009-C07 | EVEN | 2020.11.25
O F
o 0 5 SPECIFICATIONS:
©f < < 1. VOLTAGE RATING: 125 VAC MAX.
2. CURRENT RATING: 1.5 AMP MAX.
0 3. CONTACT RESISTANCE: 100 MILLIOHMS MAX. -
4. INSULATION RESISTANCE: 1000M OHMS MIN. AT 500 VDC.
354 5. DIELECTRIC WITHSTANDING VOLTAGE: 750 VAC 60Hz 1 MINUTE.
513 6. OPERATING TEMPERATURE: 0°C TO +70°C.
B 7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. E
I N i ——— 8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
= % % 9. PACKAGE: SEE "2RJ1721 SERIES” PACKAGE.
pr PTG o5 of of [ = 10. FOR WAVE SOLDERING LEAD-FREE PROCESS.
S =l o = B 11. MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F. |
"VI'I" N % P8 g yo T |NEL 12. OTHER GENERAL SPEC. TO REFER "2RJ1721 SERIES SPEC”.
2 =
d PART NO.
® 8.1 « 2RI1721-0001 (1] D
SUFFIX: HALOGEN
PACKAGE
1: PE BAG
o' HOUSING COLOR
1: WHITE
CONTACT AREA PLATING
1: GOLD FLASH ON CONTACT AREA, c
O TIN PLATING ON SOLDER AREA.
OVER 50u” NICKEL
F | INK BLACK B
£ | SOLDER PIN 8 | C5191-H 0.5 NICKEL
FCC CONTACT 8 | €5210-H 0.35t SEE PART NO.
14.840.05 14.840.05 D e B
H\ ’——> c | Pca 1| FR-4, 1.6mm
T 8 H 0 B | INSERT 2 |PBT UL 94V-O(New material)&| BLACK
L < - S = 3 4 | Housing 2 |PC UL 94V-0(New moteria) &| WHITE
b o i a = G NO|  DESCRIPTION __|aTY MATERIAL PLATING & COLOR | —
= — ) = o~
g1vo 2 ; UNLESS OTHERWISE é% e . =
[ J - o & SPECIFIED TOLERANCES [EEPHCE A F RS =]
14.840.05 DECIMALS: ~ ANGLES: |TITLE CAT.6 COUPLER
Al i .
" T B R 2 R~ ° X 205 X 12" |DWN |BEV200115]PART NO. 2RJ1721—000111H
= THIAR e RT XX #0353 XX:£1" [CHKD SCALEN/A JUNIT: mm | @ =%
XXX :£0.2 APVD | MGEANI0N1 25 SIZE: A3 |SHEET:1 OF 1|REV: B
CUSTOMER COPY
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