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SPECIFICATIONS:
. ELECTRICAL CHARACTERISTICS:

1—1. CURRENT RATING: 0.5A Max.

(8.82) 1—2. VOLTAGE RATING: 150V Max.
: 1—3. CONTACT RESISTANCE : 50mQ Max.(INITIAL).
MATE RJ45 PLUG (10.27) 100mQ MAX.(AFTER LIFE TEST).
1—4. INSULATION RESISTANCE : 100MQ Min.
L REFERANCE J 2. MECHANICAL CHARACTERISTICS:
S 2—1. DURABILITY: 5000 CYCLES.
® 2-2. INSERTION FORCE: 2.25Kg Max. WITH LATCH DEPRESSED.
2-3. WITHDRAWAL FORCE: 4.5Kg Max. WITH LATCH DEPRESSED.
4.06*242 2-1.80 2—4. OPERATING TEMPERATURE: =30€C ~ +70%T.
) o 8 3. MARKING: MARK” & " INSIDE OF THE CONNECTOR.
EA o i : < g 4. PACKAGING: TAPE & REEL.
ST I e \[[]j 5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
EA == rurr ‘ o 6. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: Q@
IR 2 I i 7. HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON THE PACKAGING: ,
© -+ 8. FOR REFLOW SOLDERING LEAD—FREE PROCESS.
S 110 9. DATE: YYMMDD
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‘ o C | SHELL T | STAINLESS STEEL T=0.25mm [60uin Min. Solderable Nickel plating.
! _Y_ COPPER ALLOY G/F PLATING ON CONTACT AREA;
| S 5 B | TERMINAL - o
- (= 2140 ol A | HOUSING 1 |THERMOPLASTIC UL94v—0 [BLACK
I NO|  DESCRIPTION QrY MATERIAL PLATING & COLOR
1.02(PITCH) | 0,35:0.05 PCB EDGE. | UNLESS OTHERWISE é% Singatron Enterprise Co., Ltd.
| | 4/0.20[X SPECIFED TOLERANCES (S5 SR TR )
P DECIMALS:  ANGLES: |TITLE RJ45 JACK
10.50 X 0.5 X +2 [DwN T xieo PART NO. 2RJ3029-158411F
RECOMMENDED PCB LAYOUT XX 203 XX A1 |CHKD] allen  |SCALE 3:1 |uNiT: mm | @& <=3
(PTCOBPTVH‘\ECWK’NE%}WOQOOS ) XXX 0.2 APVD| boye |SIZE: A3 _|SHEETA OF 1|REV: A
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