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A « o SPECIFICATIONS:
\\TNA i - 1. RATING: DC 12V 0.5A
0 « o « 2. INSULATION RESISTANCE BETWEEN ANY ADJACENT OPEN |
/ \ « " © = CIRCUIT TERMINAL SHALL NOT BE LESS THAN 100M
Wﬂ% MEASURED BY 500 VDC MEGGER.
r= =‘_‘ ~ » U _.=_ E _,E_ 3. CONTACT RESISTANCE: 30m() MAX.
4. INSULATION VOLTAGE WITHSTAND: 500VAC FOR ONE MINUTE.
7 5. AFTER EXPOSED AT TEMPERATURE OF 40°£2°C AND AT F
—|=—1.09 = (8.5) == (5)= RELATIVE HUMIDITY OF 90%—95% FOR 96HOURS AND DRIED
—1 ==1.0 (10) AT ROOM TEMPERATURE FOR 30 MINUTES, JACK SHALL BE
SATISFIED ITEMS 2, 3.
6. LIFE TEST: 5,000 CYCLES MIN.
(10) A 1 I 7. INSERTION FORCE:0.4—3Kg. AFTER LIFE TEST 0.3—3Kg.
= [ 9 —~ 8. WITHDRAWAL FORCE: 0.4—3Kg. AFTER LIFE TEST 0.3-3Kg. —
'] -5 o LI 9. MEASURING CONDITION:
o ~ @ D5 & TEMPERATURE: FROM 5°C TO 35°C.
o LI,I,||LIr s o L N of RELATIVE HUMIDITY: FROM 40% TO 85%.
o « = T T 71 m&\o 7 » S 10. AFTER LIFE TEST, CONTACT RESISTANCE: 100m() MAX.
0 A - M8 11. AFTER HUMIDITY TEST, INSULATION RESISTANCE: 50M()  MIN. D
E uj Nj ¢w0 12. SWITCH: 1 POLES 2 POSISTIONS.
+0.1 401 0 ] - 13. GREEN PRODUCT IDENTIFICATION MARK ON JACK:
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/@ 5-0.6x1.5 "/ 14. GREEN PRODUCT IDENTIFICATION LABEL ON U>OZZOHE
@\ o 4 5| e 15. PRINTED DATE CODE” YYMMDD ” ON TOP OF CONNECTOR.
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P.C. BOARD J CLIP 1| PHOSPHOR BRONZE 0.05% SILVER PLATING
[ TERMINAL 3 BRASS 0.4t SILVER PLATING
H TERMINAL BOARD 1 BAKELITE BOARD 0.9t _
S < KNOB ] POLYACETAL WHITE _COLOR
A DATE CODE F SWITCH_CASE ] PBT UL 94V—0 BLACK COLOR
SCHEMATIC E RING SPRING 1 COPPER ALLOY 0.2t SILVER PLATING
06 = O] = ol D TIP SPRING 1 COPPER ALLOY 0.25t SILVER PLATING B
_ 03 c EARTH SPRING 1| PHOSPHOR BRONZE 0.254 SILVER PLATING
N =)
P h B METAL ] BRASS NICKEL PLATING
[ .._ﬂ_ﬂ. i ) 0?2 A BODY. ] PBT UL 94V—0Q BIACK COLOR
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