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- 3 O # SPECIFICATIONS :
) 1. INSULATION RESISTANCE BETWEEN ANY ADJACENT OPEN
C (DM B) 10 4o CIRCUIT TERMINAL SHELL NOT BE LESS THAN 100Mcx
40 - MEASURED BY 500 VDC MEGGER,
oo = A : #3 z C(()UET/%AC[ E@SHT?%%HFE%W@M%ST BE CONDUCT) E
LS 6.45 = © #4 3. INSULATION VOLTAGE WITHSTAND :
{ ) 500V AC FOR ONE MINUTE.
#5 4. UNLESS OTHERWISE SPECIFIED. TEST IS TO BE MADE AT
5-35C IN TEMPERATURE AND 45-85% IN HUMIDITY.
BUT,IF ANY VAGUE DATA IS OCCURED ON TEST RESULT,
ANCTHER TEST SHALL BE MADE AT 20C£2C IN TEMP.,
60~70% IN HUMIDITY, —
| 5. LIFE TEST: 5,000 CYCLES MIN. (NON-LOAD)
il
H e 8. AFTER LIFE TEST, CONTACT RESISTANCE: 50m o MAX.
9. AFTER HUMIDITY ‘TEST, INSULATION RESISTANCE : 50Mn MIN.,
| 10. MARKING: MARK” & ” ON TOP OF CONNECTOR.
3 _ _ _ 11. PACKAGING : TAPE & REEL. D
74 p o 3 0 12. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC
) 1| 2 o™ ™ = 13, GREEN PRODUCT IDENTIFICATION MARK ON JACK: &%
/ ﬁ,Z) @ s = 1. 85 14. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
{\* é:‘ | o g™ N ‘ s g : 9 15. FOR LEAD=FREE PROCESS.
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‘1&1@ ‘ 3-POLE
50 |3 C
<6 3.5
o 4.5 ” I |METAL 1_|BraASs NP B0u” MIN
- 49 | H SHIELDING | | COPPER ALLOY 0.2t
' © G | RANSFER TERMINAL | 1| PHOSPHOR BRONZE 0.2t |
RECOMMENDED PCB LAYOUT g BREAK TERMINAL 1| BRASS 0.25t SEE "TABLE 1”
"TABLE 17 TOP VIEW (TOL.£0.05) RING SPRING I_{PHOSPHOR BRONZE 0.2t
7 S T o s Tamen T ormr — — D | SHUNT TERMINAL—A | 1 | prospHoR BrRONZE 0.2t | BUER i sa s CONACT AREA
N WRER L | C R ] R
25)-8351-501 | 1.2 0.3 C T PINK - E/APRSTZRWG ; PHOSPHOR BRONZE 0.29t | g 20u” MiN OVER Nj 504" |B
0S)-B351-502| 1.2 0.3 C A BLUE COPPER ALLOY 0.3t
25J-B351-S03 | 1.2 0.5 C sty LIME Alsopy 1 HIGH TEMP. THERMOPLASTICY  ger »rage 17
05/-8351-506] 1.8 0 A P PINK UL 94v-0
25i 5351 507 18 1 0 A T8t Lo rissr on covracranea | BLUE NO| DESCRIPTION __|oTv]  MATERIAL PLATING & COLOR | —
05J-B351-508] 1.8 0 A HAT Sn 120" ON SOLDER BLACK UNLESS OTHERWISE @ Singatron Enterprise Co., Ltd.
DSJ-B351-522 | 2.4 0 B AT ALL OVER Ni 50u” . BLUE SPECIFED TOLERANCES 1E = =S nF3 RS =]
25J-B351-525] 2.4 0 B ﬁ%h LIME DECIMALS:  ANGLES: |TITLE 3.56 PHONE JACK
2SJ-B351-526| 2.4 0 B o PINK X +05 X 2 DWN Danf
25)-8351-532] 3.1 0 B A LIME XX 403 XX:£1° JNCTO\PART NO._ 257 B35 [ SXX A
25J-B351-533] 31 0 B T PINK XXX 402 CHKD) TOM  SCALE:4:1 JUNIT: MM | € =3
25/-6351-521 | 2.4 0 B A7y | GOLD FLASH ON CONTACT AREAl™ PN K APVD] QUAN [SIZE: A3 ISHEET:1 OF 1 |REV: @
MATTE Sn 120u” ON SOLDER
0S/-B351-512 | 2.4 0 B e ALL OVER Ni 50u” . LIME CUSTOMER COPY
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