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K SPECIFICATIONS: F
2 1. ELECTRICAL CHARACTERISTICS:
5 e 1-1. RATING: 12V 1A
@ PLUG e 1-2. CONTACT RESISTANCE: 30mf MAX.
= 2 o I 1-3. DIFLECTRIC VOLTAGE WITHSTAND: 500V AC FOR ONE MINUTE -
@ L 1-4. INSULATION RESISTANCE: 100MQ MIN. MEASURED BY 500V DC
2. MECHANICAL CHARACTERISTICS:
%0, 2-1.0 2-1. INSERTED FORCE : 3.0 KGF MAX.
12.3 Q05 2-2. WITHDRAWAL FORCE : 0.3~3.0 KGF E
3. LIFE TEST: 5,000 CYCLES.
4. OTHER GENERAL SPEC. TO REFER’C1351 SERIES SPEC”
5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. -
PCB EDGE 6. HALOGEN FREE PRODUCT IDENTIFICATION MARK-©
STAND OFF 7. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING
b & 9 4 o 0.40+03 8. FOR LEAD—FREE PROCESS. D
4 " | 9.PRINTED DATE CODE”YYMMDD” ON TOP OF CONNECTOR.
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