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*”1 INDICATES THE KEY DIMENSIONS [%"ZHEHi:1 >k REVISIONS
LTR | DESCRIPTION | DATE | REVISED [ APPROVED

$2.50+0.05

IP-X7
30min/1m

S S ification:
M8.0%P1.0 + SCHEMATIC l.DReaCtlinlgC;d ];(?HSOV 0. 5A;
e 2. Contact resistance: <100mQ;
¢ = e e
y——o° PR ¢ I 20 I 3. Insulation resistance: =100MQ (500VDC);
A—o[Z] % % Aftl;r tést:rz&sz)MQ
A o[ /L 4. Withstand voltage: 500VAC ;
Sf 5. Initial Insertion and extraction force:
- 1 3N~30N;
M8-P1 ¢2.5-(4)Matching Plug 6. life test: 5000cycles;
7.0Operation temperature range:-20C~70°C
. 8. Preservative t at ange:—40C~85C
ROHS COmpllaﬂt 9. W?fhsﬁt n&t iisfgln?belred li)r;letor Artllgdeio jack
8 | HOUSING COVER 1 |PA10T UL94v-0 BLACK
7 |SPRING B 1 |PHOSPHOR BRONZE t=0.25| MB:Ni Ag PLATED
6 |SPRING A 1 |PHOSPHOR BRONZE t=0.30| MB:Ni Ag PLATED
5 [TIP_SPRING 1 |STEEL ALLQY t=0.25 | MB:Ni Ag PLATED
4 [EARTH SPRIHG 1 |PHOSPHOR BRONZE t=0.25| MB:Ni Ag PLATED
3 | COVER 1 |PA10T UL94v-0 BLACK
— 2 [ HOUSING BODY 1 |PA10T UL94v-0 BLACK
% 1 | BUSHING 1 | COPPER ALLOY Ni PLATED
({J LTR PART NAME QTY MATERIAL REMARK
-TOLERANCES-
UNLESS OTHERWISE SPECIFIED Singatron Enterprise Co., Ltd.
ki TITLE | 2.5 Audio Waterproof Jack
XX P00 PXX % TDWN | wudao [PART NO. 25J-KP025-01A
XXX %025 | XXX * CHKD|2019.03.22{SCALE 1:1 |UNIT:  mm & =3
XXXX *0.20 APVD| caowel |SIZE: A3 |SHEET:1 OF 1|REV:001
CUSTOMER COPY
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