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REV.|ECN NO OR DESCRIPTION | REVISED | DATE

A |PDR RELEASE EVEN | 2006.5.2

B |ECN:S081025 A\ BRUCE | 2008.11.26

SPECIFICATIONS:

1. INSULATION RESISTANCE TO BE NOT LESS THAN 100
MEGOHMS R.M.S. AT 250 VDC.

2. MAXIMUM CONTACT RESISTANCE 30 MILLIOHMS.

3. JACK SHALL WITHSTAND 250 VAC(CUT-OFF CURRENT:1mA)
BETWEEN ANY ADJACENT TERMINAL FOR 1 MINUTE.

4. JACK SHALL WITHSTAND 5,000 CYCLES OF INSERTION
AND WITHDRAWAL WITH MATE PLUG OR GAUGE PLUG
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EXCEED 0.1 OHMS.
5. INSERTION FORCE

1) INTIAL: 0.4KG — 2.5KG.

2) AFTER 5,000 CYCLES TEST: 0.3KG — 2.5KG
6. WITHDRAWAL FORCE

1) INITAL: 0.4KG — 2.5KG

2) AFTER 5,000 CYCLES TEST: 0.3KG — 2.5KG

OUTLINE OF JACK I/ ~—10.7 7. MEASURING CONDITIONS:
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1) TEMPERATURE: FROM 5°C TO 40°C.
TERMINAL NUMBER 2) RELATIVE HUMIDITY: FROM 40% TO 85%

h O 8. RESISTANCE TO SOLDERING HEAT:
! 1.7 _u. = LEADS TO BE IMMERSED IN MOLTEN SOLDER 260°C FOR 10
N SECONDS @1.57mm FROM BOTTOM WITH NO DEGRADATION
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M *.W.T. \_._ 4 OF ELECTRICAL OR MECHANICAL SPECIFICATION.
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- § 9.. MARKING: MARK " & " ON SIDE OF CONNECTOR.
=1 nd
*wm_u #3) » < 93. EARTH AND SHIELDING MUST BE CONDUCT.

|| J 11. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC
0 2, 2——=+=t 12. GREEN PRODUCT IDENTIFICATION MARK ON JACK: &8

13. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: E

S5—1x2.3 14. SOLDERABILITY AND MAX. SOLDER TEMPERATURE
ACCORDING ICP /JEDEC J-STD-020C.

RECOMMENDED PCB _LAYOUT

SHIELDING 1 |SPCC 0.3t TIN(Lead Free) PLATING

SHUNT TERMINAL B * | BRASS 0.4t SILVER PLATING

SCHEMATIC SCHEMATIC SCHEMATIC SCHEMATIC SCHEMATIC SCHEMATIC SHUNT TERMINAL A * | BRASS 0.4¢ SILVER PLATING

RING SPRING * | PHOSPHOR BRONZE 0.3t SLVER PLATING

TIP_SPRING « | coPPeR ALLOY 0.3t SILVER PLATING

EARTH TERMINAL 1 | PHOSPHOR BRONZE 0.5t SILVER PLATING
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A | Bopy | e TEuP.mHERMOPLAST LIGHT BLUE
UL s4v-0 (PANTONE NO: 284C)
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