1 2 3 4 @ S 6 / _ 8

REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO.: T120216—9A HI—JANG)2012.04.27
B [ECN NO.:S130770 A\ HI—JANG2013.08.02

SPECIFICATIONS: F
1. ELECTRICAL CHARACTERISTICS:
1=1. RATING: 12V 1A
1-2. CONTACT RESISTANCE: 30m() MAX.(INITIAL)
U SCHEMATIC 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
1—4. INSULATION RESISTANCE: 100M()MIN. MEASURED BY 500 VDC

| —DATE CODE 2. MECHANICAL CHARACTERISTICS: |

YYMMDD AV 2-1. INSERTION FORCE : 0.3~3.0 KGF

YY: YEAR(12~) N 2-2. WTHDRAWAL FORCE : 0.3~3.0 KGF

MM: MONTH(01~12) #2 3. LIFE TEST: 5,000 CYCLES.

DD: DAY(1~31) s 4. OTHER GENERAL SPEC. TO REFER "2SJ1512 SERIES SPEC”.

— N o5 5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. £
6. HALOGEN FREE PRODUCT INDENTIFICATION MARK ON PRODUCT-©

7. HALOGEN FREE PRODUCT INDENTIFICATION LOGO ON PACKING: (G2
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RECOMMENDED PLUG
4—POLE(+0.05)

PCB EDGE

2-01.1
/ e
] \ = RING—B COPPER ALLOY, 0.2t -

SHUNT TERMINAL COPPER ALLOY, 0.2t
[IP SPRING COPPER ALLOY, 0.2t
RING—A COPPER ALLOY, 0.2t
EARTH COPPER _ALLOY, 0.2t
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GOLD FLASH,
VER NICKET 50u” MIN. PLATING.
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SPECIFED TOLERANCES === An o T ER2Y =]

RECOMMENDED PCB LAYOUT(TOP VIEW) X

(TOLERANCE: #0.05) XX
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UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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X227 |DWN | W-#is | PART NO.2SJ1512—-001111F
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