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3.09 SPECIFICATIONS: .
2.20 |_2.50 1. ELECTRICAL CHARACTERISTICS:
3.05 i A N 2 CB EDGE 1-1. RATING: 12V 1A
115 1-2. CONTACT RESISTANCE: 30mQ MAX.(INITIAL)
0.55 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
b , 1-4. INSULATION RESISTANCE: 100MQ) MIN. MEASURED BY 500 VDC 5
\@ = 2. MECHANICAL CHARACTERISTICS:
N 2-1. INSERTION FORCE : 0.3~3.0 KGF
m— It 2-2. WITHDRAWAL FORCE : 0.3~3.0 KGF
i |
S I 3. LIFE TEST: 5,000 CYCLES.
5 | - 4. OTHER GENERAL SPEC. TO REFER "25J2296-007111F SPEC”. Au
2 e ! S o 5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
o . S ! o 6. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: ©
ol 2 o | = 7. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
E S 43! 8. FOR REFLOW SOLDERING LEAD—FREE PROCESS. C
- | 9. PACKAGING: TAPE & REEL.
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— [ rncs 7| C5210-EA 0.2t
o < F| EARTH 1 | C5210-£H 0.25¢
- — _ Gold Flash On Contact
=i 190 £ 7P SPRING 1| ¢a210-EA 0.2t Soid Flosh On Sontec
0 265 2,65 D SHUNT-B 1 C5210-EH 0.2t All over Nickel Plated |B
, C|  SHUNT-A 17 | Ca210-FH 0.2t
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ RECOMMENDED PCB LAYOUT B RING—A 1 C5210-EH 0.9t
TOP VIEW (TOLERANCE: +0.05) A BODY 1 | PAT+30%0F UL94V-0 | BLACK
NO | DESCRIPTION QTY MATERIAL PLATING & COLOR  |—
UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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