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SPECIFICATIONS:

1. ELECTRICAL CHARACTERISTICS:

1=1. RATING: 12V, 1A. —
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3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
4. INSULATION RESISTANCE: 100M @ MIN. MEASURED BY 500 VDC
2. MECHANICAL CHARACTERISTICS:
2=1. INSERTION FORCE : 0.4~3.0 KGF E
2-2. WITHDRAWAL FORCE : 0.3~3.0 KGF

LIFE TEST: 5,000 CYCLES MIN.
OTHER GENERAL SPEC. TO REFER "2.5&3.5¢ PHONE JACK SPEC”.
TO CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. |—
HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK:©

HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING

FOR REFLOW SOLDERING LEAD-FREE PROCESS.
PACKAGING: TAPE & REEL. D
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SHIELD

TRANSFER TERMINAL
[MAKE _TERMINAL
RING
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COPPER ALLOY 0.20T Ni PLATING
COPPER ALLOY 0.20T
COPPER ALLOY 0.20T old flash on Contact ared|
TOPPER ALLOY 0.00T And Solder tail,all over | B

COPPER_ALLOY 0.25T Nickel plating
COPPER_ALLOY 0207

FIGH TEMP. THERMOPLASTIC
BobY "] ueav-o BLACK

SCHEMATIC RECOMMENDED P.C.B. LAYOUT T=1.00 NO DESCRIPTION Qry MATERIAL PLATING & COLOR ~ }—
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
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> O3 X 1205 X 227 [DWN Jeuvissezs |PART NO. 25J2367—-000111F | p
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3.5¢ 4 POLE PLUG




