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REV.[ECN NO OR DESCRIPTION|REVISED | DATE
A | PRODUCT RELEASE eijie.Zend2017.06.15
F
(D7.00¢0.10
@3.50
$90.85£0.15 |
1005 SPECIFICATIONS:
160555 1504 % @ 1.ELECTRICAL CHARACTERISTICS:
® 1=1. RATING CURRENT: 1A
B 2 1-2. RATING VOLTAGE: 12V .
5 - 1—3. CONTACT RESISTANCE: 30mQ(INITIAL), 50mQ(AFTER LIFE)
Slor 11T 1 & T 2 1—4. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
GLa 1-5. INSULATION RESISTANCE: 100MQ MIN. BY 500V DC.
® IT L 2. MECHANICAL CHARACTERISTICS:
(30.20 “60@005 2—1. INSERTION FORCE: 3N~30N |
3155518 2-2. WITHDRAWAL FORCE: 3N~30N
®15.44 2-3. LFE TEST: 10,000 CYCLES
3. ENVIRONMENTAL CHARACTERISTICS:
o - 3—1. SALT MIST TEST CONDITION: PER IEC 68—2-52, SEVERITY(3)
U DETAIL A : PCB. EDGE 3-2. OPERATING TEMPERATURE: —20"~+80" D
@280 @rg0 S CONN. EDGE
® ~ ' CV 2.80 | 2.80 | / 3-3. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
— ] 3—4. ROHS COMPLIANT PRODUCT. o
‘ 3-5. HALOGEN FREE PRODUCT IDENTIFICATION MARK: ‘
3-6. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING: 488
0 6|® . OTHER GENERAL SPEC. TO REFER "2SJ2369 SERIES SPEC.”
3| o ool . FOR REFLOW SOLDERING LEAD—FREE PROCESS.
-l o i e . FAI NO. MARK:
@ @ 3 . PACKAGING: TAPE & REEL
&9 C
\2-92.20t349
NO. DESCRIPTION __|QTY. MATERIAL PLATING & COLOR
91.8240.10 4-R1.50@® KINGTA PATOT+307%0T, —
. Bobr ! |Vicnyl R63ONH.UL94v-0 BLACK
@ 1.302005 21.8240103) B | EARTH SPRNG | 1 | C5210—EH 0.20T
‘ #1.40°%55 ¢ | TP serinG 1 C5210_EH 0.25T
7 ' 1~3u"AU ON CONTACT
. D RING-A SPRING [ 1 C5210-EH 0201 _|,ce s soroer TaL | B
RECOMMENDED PCB LAYOUT (TOP VIEW) E RING-B SPRING | 1 C5210—EH 0.20T |4\ oveR NICKEL 60"
LAYOUT TOLERANCE: £0.03MM F SHUNT-A 1 C5210—-EH 0.20T _ |MIN. UNDER PLATING
G SHUNT-B 1 C5191-H 0.20T
14.00 DETAIL A SCALE 1.5:1 H MYLAR 1 0.075t BLACK —
8.50 \V4 © 2 % UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
Ry Vo O: gi 2 SPECIFED TOLERANCES 15 S5 2B NS AT IR 2N 7]
7 ‘ [ H 54 ] DECIMALS:  ANGLES: [TITLE $3.5 PHONE JACK
ER 7 o X203 X 47 [DWN| W] PART NO. 2512360-008TIIE |
. :x0. -1 Tcai—Hu X
| . ] Product application: XXX 1010 XX£1 [cHKD ?72/70%25 SCALE 1:1 [UNIT:  mm @ 7
MATING PLUG (1/2 SCALE) — — The spring working position YOO 40,05 APVD| 17,0625 [SIZE: A3 |SHEET:1 OF 1|REV: A
035 4-POLE STANDARD PLUG(TOL:£0.05) SCHEMATIC when Plug=In. CUSTOMER COPY
! | 2 | 3 4 A 5 6 7 |
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