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74 1. ELECTRICAL CHARACTERISTICS: —
| 7 1—1. RATING: 5V, 0.5A Min.
% 1-2. CONTACT RESISTANCE: 70 MILLIOHMS Max.
N ] 1—3. INSULATION RESISTANCE: 100 MEGAOHMS Min. BY 500V DC .
_ Qi\“ 1—4. DIELECTRIC WITHSTANDING VOLTAGE: 500V RMS AFTER 1 MINUTE.
N = 2. MECHANICAL CHARACTERISTICS:
= @\‘ 2-1. INSERTION FORCE : 30N Mox,
Qo - 2-2. WITHDRAWAL FORCE : TEST BEFORE : 1245 N;
]I ) 1#2 3 AFTER DURABILITY TEST : 9+5 N:
= 7 Q| =| 3. LIFE TEST: 5,000 CYCLES .
> _ R 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
- = - " 5. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: (O)
18/ . 6. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
#1Y, 7. FOR REFLOW SOLDERING LEAD—FREE PROCESS. |
PCB EDGE F | SHUNT I | COPPER ALLOY 0.2T .,
E_| TP SPRING T | coPPER ALLOY 0,07 | U Au, on Contact Areo
= D |RING SPRING B T | COPPER ALLOY 02T { b ior i Niok
- older Tail , Nickel
= C_|RING SPRING A 1| COPPER ALLOY 02T fpigted Al Over.
&) RECOMMANDED PCB LAYOUT B | EARTH 1| COPPER ALLOY 0.2T
] A | BODY 1| Hion e, THERMOPLASTIC UL94-V0 BLACK
TOP VIEW (TOLERANCE:£0.05) NO|  DESCRIPTION Q1Y MATERIAL PLATING & COLOR }—
o SCHEMATIC UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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S S o #5 DETECT DECIMALS:  ANGLES: |TiTLE 3.5 PHONE JACK
a \(__H“= o#4 L AUDID X 405 X +2° [DWN | wee |PART NO. 25J2405—000111F
2D _]].040 070 2.50 /N _o#3 R AUDIO XX 403 XX 21" [CAkDI s s ISCALE 6.1 TONT
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3.50 4POLE PLUG (TOLERANCE£0.05) /N oHE GND XXX 40.2 APVD| e 16 |SIZE: A3 |SHEET OF 1|REV: B
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