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15.0

2-0.50

2.30
2.35

/.00

1.65£0.10

2.85

1.60
8-0.80

5.55

2-11.50

9.00

7-1.50

3D VIEW
SCALE: 1:1
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SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:

I
1
1

—1. RATING:
2. CONTACT RESISTANCE: 50m@Q MAX.
—3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.

12V 1A

1—4. INSULATION RESISTANCE:
2. MECHANICAL CHARACTERISTICS:

2—1. INSERTION FORCE :
2-2.

>
© 0 N DO A

EDGE OF PCB

WITHDRAWAL FORCE :
. LIFE TEST: 5,000 CYCLES MIN.
. OTHER GENERAL SPEC. TO REFER "2SJ3053 SERIES SPEC”

[wel =

D]

100M 2MIN. MEASURED BY 500 VDC

0.4~3.0 KGF
0.3~2.0 KGF

T0 CONFORM TO  SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.

HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: ©
. HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON PACKAGING:
. FOR REFLOW SOLDERING LEAD—FREE PROCESS.

. DATE CODE: YYMMDD Day

onth
Year

23Ny,

RUS

S

SEPARATOR

HIGH TEMP. THERMOPLASTIC
UL 94v=0

BLACK

MYLAR

KAPTON 0.10T

YELLOW

SHELL

COPPER ALLOY 0.20T

WATIE Sn 120" ON SOLDER AREA
OVER i 50u” Min,

9.00

2—-11.50

| scremaic (PLUG oUT)

S
)

o~

$3.50

s 040 |250]
3.50 4 POLE PLUG
JTOLERANCE: £0.05

u

#4
#

0 #
#
#5

AE%#@

f

12.70

BREAK TERMINAL

COPPER ALLOY 0.20T

00D FLASH ON CONTACT AREA
o SOLDER AREA
AL OVER N 504" i

TRANSFER TERMINAL

COPPER ALLOY 0.20T

TIP SPRING

COPPER ALLOY 0.25T

GOLD FLASH ON CONTACT AREA

RING=A SPRING

COPPER ALLOY 0.20T

WATIE S 1204" ON SOLDER AREA

242050
7-060 ||

RECOMMENDED P.C.B. LAYOUT T=1.20

TOP VIEW (TOLRANCE: 40.05)

RING=B SPRING

COPPER ALLOY 0.20T

ALL OVER Ni 504" Min.

EARTH SPRING

COPPER ALLOY 0.20T

BODY

I

HIGH TEMP. THERMOPLASTIC
UL 94v-0

BLACK

NO

DESCRIPTION

QrY

MATERIAL

PLATING & COLOR

UNLESS OTHERWISE
SPECIFED TOLERANCES

&
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rprise Co td.
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DECI

X
XX
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MALS:
1105
(105
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ANGLES:
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TITLE

93.5 AUDIO JACK

DWN

MARS — |PART NO.

25J3053—-100111F

CHKD

BRUCE |SCALE 3:1

UNIT:  mm @ =1

APVD

LUSSEN [SIZE: A3

SHEET: 10F1__|REV: C
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COPY
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