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REV.{ECN NO OR DESCRIPTION | REVISED| DATE
RECOMMENDED  PANEL'S 1D A |PDR NO:T161201-7A/78 | PENG 2017.08.01
9.50
14.55 00v ﬁ
5,8
L o SPECIFICATIONS:
5 25.00_| o 1. INSULATION RESISTANCE BETWEEN ANY ADJACENT OPEN
oo 4+ f—o 4 9 ] = 9 CIRCUIT TERMINAL SHELL NOT BE LESS THAN 100MQ
| 5 y 60 =i 3 o MEASURED BY 500 VDC . —
b n = H ° e e 7 2. CONTACT RESISTANCE: 50m() MAX.
0 AT 3. INSULATION VOLTAGE WITHSTAND:500V AC FOR ONE MINUTE.
1.85 , 4. UNLESS OTHERWISE SPECIFIED. TEST IS TO BE MADE AT
2-1.0040.1 || | " 5-35C IN TEMPERATURE AND 45-85% IN HUMIDITY.
6-08001 | 550 I=ANLGS . BUTJF ANY VAGUE DATA IS OCCURED ON TEST RESULT, E
BLED. 2 o ANOTHER TEST SHALL BE MADE AT 20°C+2°C IN TEMP.,
5.60 60-70% IN HUMIDITY.
g 8.20 5. LIFE TEST: 2,000 CYCLES.
6. MECHANICAL CHARACTERISTICS:
5-1. BEFORE LIFE TEST: INSERTION FORCE: 0.8-3.0 Kgf, |
EXTRACTION FORCE: 0.6-1.8 Kqf,
P CB EDGE 4.60 5-2. AFTER LIFE TEST: INSERTION FORCE: 2.5 Kgf MAX
701370 EXTRACTION FORCE: 0.5 Kgf MIN,
oo e B=1.00 7. AFTER LIFE TEST, CONTACT RESISTANCE: 120m( MAX.
9 o 8-0.60 8. AFTER HUMIDITY TEST, INSULATION RESISTANCE: 50MQ MIN. D
o b T ﬂ — 9. MARKING: MARK” &3 " ON TOP OF CONNECTOR.
! ! DATE CODE. | 10. PACKING : TAPE & REEL.
T o N | 0 11. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
ol o9 ! \ 12. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
LW 2o 7 % 13. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
of T usY " !
%. #5 #6 j ﬂ o 7 - —
H T i ﬂ J | SHELL 1 |c2680-H 0.21 Ni 60u” MIN. PLATING. .
20 H | SEPARATE 1 LCP E130i+30%GF,UL94-V0 BLACK
3.80 F | TRANSFER TERMINAL | 1| C5210—EH, 0.2T e
4.60
GOLD FLASH ON CONTACT AREA,
MATTE Sn m.o:: oz SOLDER TAIL, |
RECOMMENDED PCB_ LAYOUT(TOP VIEW) C | MAKE TERMINAL 1 1€o210-€H, 0297 oo 7.
- 14.00 E | TIP_SPRING T | C5210-EH, 0.2T "SEE TABLE 17 ON CONTACT AREA,
ﬂﬂ@ﬁmm\/zgm HOOU& i} MATTE Sn 80u” ON SOLDER TAIL
TABLE"1” = 8.50 m = D | RING-A ! £5210-FH, 0.7T ALL QEH Ni :%i MIN. PLATING.
& 5.50 d & |C| RING-B 1_1¢5210-EH, 02T
PLATING P/N PLATING & COLOR - 2.5 2 "SEE TABLE 1" O CONTACT ARE, B
25J3088-019111F | GOLD FLASH ( 7 = B EARTH I {co210-EH 027 AL N o P
SCHEMATIC 25J3088-019211F Ay 30u” \ " N - p 4 | Bopy 1 |Padr+30%0F UL94-V0 BLACK
O #4 M/ / I uwo . <INO DESCRIPTION QrYy MATERIAL PLATING & COLOR — f—
 —0 Hw om_\i F - . A UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES s WERAE
kAN RECOMMENDED PLUG(£0.05) [EEGRRERAE
A 45 935 4-POLE STANDARD PLUG DECIMALS: ANGLES: |TITLE 83.50 AUDIO JACK
{ ® #6 X 05 X 420 |DWN | PENG PART NO. 2SJ3086-019X11F A
XX 403 XX :£1" [CHKD| BRUCE |SCALE:4:1 |UNIT:  mm @ =1
XXX :£0.2 APVD | LUSSEN |SIZE: A3 |SHEET:1 OF T|REV: A
CUSTOMER COPY
4 _ ? : 4 D 5 6 7 _ 8 STEHRS: RD-06-043-4



