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REV]ECN NO OR DESCRIPTION |REVISED| DATE
J 9.65 PDR NO. T751109—7A .
0.50 7.80 RECOMMENDED PANEL’S 1D 6.50 55 A bpr NO- T151109—78 Ming | 2016.06.15
! : : 2.75 B |ECN NO:ST70237—C A | JE-FU | 2017.04.08
2.6i 1 0.50
N
SPECIFICATIONS:
PCB 1. INSULATION RESISTANCE BETWEEN ANY ADJACENT OPEN
[ T L — t CIRCUIT TERMINAL SHELL NOT BE LESS THAN 100MR
S . — T — MEASURED BY 500 VDC .
= i ‘ = 2. CONTACT RESISTANCE: 50mf  MAX.
= ™~ 3. INSULATION VOLTAGE WITHSTAND:500V AC FOR ONE MINUTE.
v - 4. UNLESS OTHERWISE SPECIFIED. TEST IS TO BE MADE AT
L = 5-35°C IN TEMPERATURE AND 45-85% IN HUMIDITY.
& BUT,IF ANY VAGUE DATA IS OCCURED ON TEST RESULT,
/7—1.00£0.1 LJ ANOTHER TEST SHALL BE MADE AT 20°C+2°C IN TEMP.,
‘ 14.40 & 60-70% IN HUMIDITY.
ﬁﬂ LIFE TEST: 2,000 CYCLES.
6. INSERTION FORCE:  0.8~3.0Kgf AFTER THE FIRST TIME;
5.90 1.45MAX. 5 RECOMMENDED [ LAONC 7 o 0.8~2.5Kgf AFTER LIFE TEST;
- 515 _ : | A\7. WITHDRAWAL FORCE: 0.6~1.8Kgf AFTER THE FIRST TIME;
470 480 0.5~1.8Kgf AFTER LIFE TEST;
[ - - 8. AFTER TEST, CONTACT RESISTANCE: 100mfl  MAX.
P.CB EDGE\ 3.85 | 395 Lo ®\ 9. AFTER HUMIDITY TEST, INSULATION RESISTANCE: 50MQ  MIN.
- \__ 0 S 10. MARKING: MARK” 5 " ON TOP OF CONNECTOR.
| o 11. PACKING : TAPE & REEL.
~ 1 ] 12. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE_SPEC.
13 13. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
S | #3,@ 14. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING: &
i )
| i ] SEE Table”
o~ g =
¢ ™~ 'E[I 25J3095-104111F GOLD FLASH ON CONTACT AREA;
M Au 30u” ON CONTACT AREA;
‘ @/_ 25J3095— 10421 1F u 300 ,
| @ﬂ» / SHELL 1 TcorPer ALLOY 0.2t Ni 600 Min.
‘ FHIGH TEMP. THERMOPLASTIC
7 0607 S - f‘ H SEPARATOR s BLACK
NY, g
+0.1 S o PHOSPHOR BRONZE 0.2t  |coLb FLASH ON CONTACT AREA;
/=1.000 N 4 4.80 4.70 c WAKE ! LD FLASH ON SOLDER AREAT—
ALL OVER 505" Ni.
RECOMMENDED PCB LAYOUT f L TRANSFER [ |PHOSPHOR BRONZE 0.2¢ -
£ TP 1 |PHosPHOR BrRONZE 0.2t
TOP VIEW ; TOL.£0.05 D RING—A I_[PHOSPHOR BRONZE 0.2t Joouo s/ s o
. 14.00 B SCHEMA T/C C EARTH 1_|PHOSPHOR BRONZE 0.2t Latie %0 80u" ON SOLOER AREA
= 8.50 g - B RING—B 7 [PHOSPHOR BRONZE 0.2t _|/LL 0/R 07 H
S 250 _ a & 4 B0DY 1 |FIGH TEMP.THERMOPLASTIC |g; ack
5 5 S N UL 94V—0
2 12:9Q o N OR L /4
( ‘ - ® 41l NO|  DESCRIPTION QTY MATERIAL BLATING & COLOR
N UNLESS OTHERWISE @ Singatron Enterprise Co., Ltd.
ATWG\U WRR— N £ A o # SPECIFED TOLERANCES e e P PN
N 4 DECIMALS:  ANGLES: |TiTLE #3.50 AUDIO JACK
o
{ . 3-070 8 N @R X #05 x +2 [DWNTJE-FU TPART NO. 25J3095-104X11F
RECOMMENDED PLUG TOL.+0.05 #36/M XX 0.3 XX :£1" |cHKD| CERRY |SCALE 4:1 |UNIT:  mm @ 1
XXX 40, . . -
535 4—POLE STANDARD PLUC 0.2 APVD| LUSSEN |SIZE: A3 |SHEET:1 OF 1|REV: B
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