1 2 3 4 @ 5 6 7/ | 8
CHED MECHANSH'S 1D NEED TO 13.95 REVJECN NO OR DESCRIPTION | REVISED] DATE
AVOID INTERFERENCE 5.50 A |PDR NO: T161019-5A/5B | Ming | 2017.04.19
770 VITH TERMINAL AFTER PLUG IN S B [EcN NO:S171104=C A wiE=rul 20180112
- 6 F
2.55 530 _..550 _ .69 SPECIFICATIONS:
2-0.40 o | 2-0.80 1. INSULATION RESISTANCE BETWEEN ANY ADJACENT OPEN
| i N CIRCUIT TERMINAL SHELL NOT BE LESS THAN 100MQ
| — ) _ Lﬁ : MEASURED BY 500 VDC .
m T 7 e 2. CONTACT RESISTANCE: 50m() MAX. |
0] U =~ o o H) i 3. INSULATION VOLTAGE WITHSTAND:500V AC FOR ONE MINUTE.
~ _ sl S _ _ = — [ _ = 4. UNLESS OTHERWISE SPECIFIED. TEST IS TO BE MADE AT
o Sy =Y i — pEf 5-35°C IN TEMPERATURE AND 45-85% IN HUMIDITY.
2 e o L ) BUT,IF ANY VAGUE DATA IS OCCURED ON TEST RESULT,
T A4 | 12020 N ANOTHER TEST SHALL BE MADE AT 20°C+2°C IN TEMP., a
365 | 350 o 60—70% IN HUMIDITY.
% & RECOMMENDED  LOAOING 5. LIFE TEST: 5,000 CYCLES.
5-1.0040.1 = 1.50Max 4.80 4.70 %, TEST PANEL'S 1D 6. INSERTION FORCE: 0.5 — 3.0Kg.
~. - % S| 7. WITHDRAWAL FORCE: 0.5 — 3.0Kg.
< ~ RECOMMENDED _ LOADING S| 8 AFTER TEST, CONTACT RESISTANCE: 100mQ MAX.
g 715 9. AFTER HUMIDITY TEST, INSULATION RESISTANCE: 50MQ MIN. —
4.70 4.80 130 ' DATE CODE. 10. MARKING: MARK” &% " ON TOP OF CONNECTOR.
3.70_|_3.85 O 377 11. PACKING : TAPE & REEL.
- STpes 12. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
- o\ i 13. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK:  © _ |D
0| © i 14. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING: @}
=2
o 1 * L |
> ‘ ‘ : . 25J3095—152X11F <\’:|
(e}
<18 7#2@3 3 | ~ < —1:GOLD FLASH
) i I - | | = 1
AN 1 ws | o o < ———2:Au 30u
S @ i -
s ‘ 34 J MYLAR 7 | KAPTON T=0.06 YELLOW C
Riinw; : I SHELL 1| BrASS 0.2t Ni 600 Min.
+0.1 n
7-0.60"0 S g ul separator 7 U/ngJﬁMg.THERMOPLAST/C BLACK
+0.1 Y, —
/-1.00 0 f 2, C | MAKE TERMINAL T | PHOSPHOR BRONZE 0.21 |PoLD FIASH ON CONTACT AReA; |—
F EARTH 1 | PHOSPHOR GRONZE 0.0t Ll ot ioei o o8
RECOMMENDED PCB LAYOUT 2L OVER 500" i
L | TRANSFER TERMINAL] T | PHOSPHOR BRONZE 0.2t ”
TOP VIEW  TOL.£0.05 D | 1P SPRING T | _PHOSPHOR BRONZE 0.0t e sean on-sooeh s .
B 14.00 SCHEMATIC C RING A 1 | PHOSPHOR BRONZE 0.0t |t 0% 50"
3 8.50 o B RING B 1| PHOSPHOR BRONZE 0.2t
< =
é 550 E e 4 50DY ; U/ngJﬁMg’.THERMOPLAST/C BLACK
2 ﬁlﬁg‘ = —O #iL NO| _DESCRIPTION __[aTY WATERIAL PLATING & COLOR}—
UNLESS OTHERWISE é% Singatron Enterprise Co., Ltd.
\ N TAN—C SPECIFED TOLERANCES = NN EIE N T
\ /e N %; - L o #6 DECIMALS:  ANGLES: |TmLE 3.58 AUDIO JACK
f . 3-070 S © #2Kr X #05 X #2 [DWN | JE-FU [PART NO. 2513095-152X11F | a
ECOMVENDED FLUC TOL 40,05 - IO #/M XX :#03 XX :21 [CAKD| Bruce |SCALE 4.1 JUNIT: mm | @& ==
= XXX 202 APVD | Lussen |SIZE: A3 [SHEET:1 OF 1|REV:B
$3.5 4—POLE STANDARD PLUG CUSTOMER COPY
1 I 2 3 4 i i S 6 7 I 38 HHESE RD-06-043-A



