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REV.[ECN NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.: T200106-4A~C JY 2020.04.29
B | ECN NO.:S202211-R09 MF 2022.11.15
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CONN.
WATERPROOF RATE: P67
SHIELD DRAIN SINGATRON P/N ""mm
5 RO 21J3000-W05134H [ 1000150/ -0
- SROWN/WHTE 27J3000—WO5135H [3000+ 150/ -0
6 CREEN 27J3000-W05136H |50004+250/-0
5 BLUE /WHITE CAT.De FTP 24AWG*4P
4 BLUE/ 6| caBLE (I Y BLACK (UL813)
3 GREEN/WHITE F RJ45 PLUG 1 |CATBE RJ45 FTP PLUG N/A
2 ORANGE \OTES. E GASKET 1 | SILICONE BLACK
1 ORANGE /WHITE : D CLAMP RING 1 [PC 9330 BLACK
1. WATERPROOF RATE: IP67(WHEN PROPERLY MATED) C SCREW NUT 1 |PC 9330 BLACK
CONN. WIRE COLOR
5N OUT IP67: IMMERSED IN 1M WATER FOR 30 MINUTES B SEAL 1 |EPDM BLACK
2. ELECTRICAL CHARACTERISTICS: A SEALING NUT 1 |PAGE FR370 BLACK
BIN 1 CONN. 1=1. RATING:125V 1.5A NO | DESCRIPTION ary MATERIAL PLATING & COLOR _ }—
1—2. CONTACT RESISTANCE: 30m Q MAX.(INITIAL) UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
1-3. DIELECTRIC WITHSTANDING VOLTAGE: 750V AC FOR ONE MINUTE SPECIFED TOLERANCES eI FmEBEE T HIRAT]
1~4. INSULATION RESISTANCE: 500M0 MIN. MEASURED BY 500 VDC e ot e P ——
3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”. X 405 X +20 [DWN | mF PART NO.2TJ3000—W0513XH
PIN 86— 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX 205 XX 2T [CHKD JF SCALE 1:1 JUNIT: _mm | & =3
Fin Assignments 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [errass] XXX 20.2 APVD| Steve |SIZE: A3_|SHEET.1 OF I|REV: B
Front View CUSTOMER COPY
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