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CONN.
WATERPROOF RATE: IP67
o
o
(9N
=
E LABEL 1 P/N:47J3003—WOO0OF N/A
6u” GOLD PLATED
D RJ45+I1DC 1 BRASS ON CONTACT
NOTES: C GASKET 1 EPDM BLACK
1. WATERPROOF RATE: IP67(WHEN PROPERLY MATED) B [ NUT | PPE BLACK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A HOUSING 1 |PPE BLACK
2. RATING: 125V 1.5A NO DESCRIPTION T MATERIAL PLATING & COLOR
3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”. UNLESS OTHERVISE Singatron Enterprise Co., Ltd.
4, TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. SPECIFED TOLERANCES = e A N ==
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-pass]
6. FOR PANEL THICKNESS MAX OF 3.5mm DECIMALS: ANGLES: |TITLE| RJ45 JACK+IDC
X c+0.5 X :£27 |DWN | LILY PART NO.2TJ3003-W05158H
PIN ASSIGNMENTS XX 2203 XX:£17 |cHKD | Harlen  |SCALE 2:1 JUNIT: mm @ =1
FRONT VIEW XXX :40.2 APVD| Quan SIZE: A3 |SHEET:1 OF 1 |REV:A
CUSTOMER COPY
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