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RJ45 PLUG L S 8
CONN.2 WITH LiQuiD cLuE—~ E
© ¢ g WATERPROOF RATE: P67
P/N CABLE  L(MM)
2TJ3003-W05191H =120+ 10
SHIELD DRAIN SHIELD 2TJ3003-W05192H [=130+10
8 ORANGE /WHITE 8 st
7 ORANGE 7 L [ HEAT SHRINK TUBE [ 1 Je1.0 125°C 300v BLACK
5 GREEN /WHITE 6 K T waterproOF cAP |1 fP/N:2UB3001-Wo000W BLACK
5 BLUE 5 st [wist J RJ4S PLUG 1 |SEE NOTE 7 SEE NOTE 7
4 BLUE /WHITE 4 CATSE FTP 24#*4P+MY+D
3 CREEN 5 | CABEL U lea/M uv RESISTANT BLACK(PVC JACKET)
2 BROWN /WHITE 2 st H [ HEAT SHRINK TUBE [ 1] 98.0 125°C 300V BLACK
1 BROWN 1 G | LQuID GLUE T [ N/A BLACK
CONN. | WIRE COLOR CONN.2 F SCREW T [STAINLESS STEEL N/A
PIN OUT NOTES: E GASKET 1 [EPDM BLACK
CONN.2 1. WATERPROOF RATE: IP67 D NUT 1 [ PABBTOT BLACK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES C CROUND 5 [BRASS NICKEL PLATING 604"
PINY 2. RATING:125V 1.5A . . B CRJ4S 1 [n/a COLD PLATING 6u"MIN
3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”. A S USING TTrrcercr SLACK
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
] 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-rass] NO] DESCRIPTION BTN WATERIAL PLATING & COLOR
6. FOR PANEL THICKNESS MAX OF 5.5mm UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
7. RJ4A5 PLUG MATERIAL: SPECIFED TOLERANCES == =S o TE R =]
PING %mw/z% Kmmwwm mmomwwwﬂ\m CONZE (0.5 DECIMALS: ANGLES: |TITLE| RJ45 SHIELDED JACK + PLUG
SOLD PLATNG 5% OVER NIKEL uoazwo‘%.womsg X 405 X 42 [DWN | Blues |PART NO.2TJ3003—W0519XH
SHIELD MATERIAL: t=0.25mm BRASS C2680 H XX 20.3 XX:ATT|CHKD] Horlen [SCALE 17 JUNIT. mm | & <3
PIN_ASSIGNMENTS NICKEL PLATING 30u"~80u" FOR ALL XXX 402 APVD| Steve |SIZE: A3 |SHEET:1 OF 1|REV: A
FRONT VIEW CUSTOMER COPY
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