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LABEL DETAL ~ RJ45 PLUG ©) 9 H L /U
ScaEg . COMN2 @©wITH LIQUID GLUE 5 @ Lis/16-700 CONN.T
s [ 1o WATERPROOF RATE: IP67
Rl [ 1. WATERPROOF RATE: IP67 === WTH LQUID GLUE WITH LIQUID GLUE
eBlcioiE B IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
§ ‘ 2. RATING:125Y 1.5
D&mwmmm?@mzigge 3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC’. =
R [ s 00001-35995) 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
EE 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-rass]
8 ORANGE /WHITE 8 7. Bar code printing: Incidental but not assemble —
7 ORANGE 7 U%@ THE BARCODE SHALL BE PRINTED BY THE MANUFACTURER ACCORDING
M LABEL T L40"W10mm WHITE
5 CREEN/WHITE g TO THE SHIPMENT SCHEDULE, AND THE PRODUCTION SCHEDULE SHALL || Q - S0
- = : BE PRINTED DURING THE PRODUCTION CYCLE. TUBE 1.0 129C 300V
> — - | TWIST [TWIST  THE FLOW CODE IN THE BAR CODE IS ARRANGED FROM 00001 TO K | WATERPROOF CAP |1 IP/N:2UB3001_WOO0OW | BLACK
- = - THE LAST ONE OF THE PRPDUUTION IN THE SAME WEEK ACCORDING J { RJ45 PLUG 1 |8P8C SHIELD COLD PLATING
TO THE PRODUCTION QUANTITY OF THE FILE WEEK. | CABEL 1 |CATSE FTP 24f#*4P+MY+D BLACK(PVC JACKET)
2 BROWN /WHITE 2 st +A/M UV RESISTANT
1 BROWN 1 H TUBE 1] ¢6.0 125C 300v BLACK
CONN.1] WIRE COLOR CONN.2 C | LQuUID GLUE T N/A BLACK
PIN OUT F SCREW 1 [ STAINLESS STEEL N/A
CONN. ¢ E OASKET HE BLACK
CONN.2 D[ NUT T PPE BLACK
C CROUND 7 | BRASS NICKEL PLATING 604"
B CRJ45 1 IN/A COLD PLATING 6u’M|
A HOUSING 1 [NYLONT30%GF 94V—0 BLACK
NO| DESCRIPTION 07 MATERIAL PLATING & COLOR
UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES = e B B (5T PR LY =
DECIMALS:  ANGLES: |TITLE| RJ45 SHIELDED JACK + PLUG
X 405 X 20 [DWNJAY  [PART NO.2TJ3003-W051E6H
XX 0.3 XX :#1" [CHRD| JF SCALE 2:1 [UNIT: _mm | @ £+
PIN ASSIGNMENTS RECOMMENDED PANEL XXX 202 APVD| William  |SIZE: A3 |SHEET.1 OF 1|REV: A
FRONT VIEW CUT-0UT CUSTOMER COPY
1 2 S 4 5 6 7 _ 3 G RD-06-043-A



