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REV.JECN NO OR DESCRIPTION | REVISED | DATE
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CONN.
D
BROWN 8
BROWN/WHITE 7 st r— AU
GREEN 6 | |
BLUE/WHITE 5
TWIST
BLUE 4 ImwisT _ _
GREEN/WHITE 3 | | C
ORANGE 2
TWIST
ORANGE /WHITE 1 ] | |
WIRE COLOR | CONN.
PIN OUT | | UL2835 4P*¥26AWG+AL+D L
_ G| CABEL 1 |15 CATSE o680 Uy | BLACK(PVC JACKET)
CONN. | .0 | 165410 || F | OVER MOLD 1 [TPU BLACK
E | INNER MOLD 1 [PVC BLACK
- — D| uvGLUE 1 [N/A WHITE B
NOTES: C | GASKET 1 [ SILICONE BLACK
: B | RJ45+PCB 1 | CAT.5E N/A
1. WATERPROOF RATE: IP67
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A | BODY 1 | PA66+GF BLACK
2. ELECTRICAL CHARACTERISTICS: NO DESCRIPTION Qry MATERIAL PLATING & COLOR  |—
2-1. RATING:125V 1.5A UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
2-2. CONTACT RESISTANCE: 3 ohm MAX. SPECIFED TOLERANCES (BT A DT BR NS
2-3. DIELECTRIC WITHSTANDING VOLTAGE: 750V AC FOR ONE MINUTE ; )
51 INSULATION RESISTANGE: 30M ofr M. MEASURED BY 300 VDG DECIMALS: >z&mm.. TITLE | WATERPROOF RJ45 CAT.5E JACK WITH CABLE
3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”. X 205 X :£2° |DUN | JF  |PART NO.2TJ3005-W05112H | A
N ASSIOVENTS 4, TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX :£0.3  XX:£1" |CHKD| Yang [SCALE 2:1 [UNI. _mm | & <3
N ASSIGNVENTS 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ex-rass] XXX :£0.2 APVD | Harlen [SIZE: A3~ |SHEET:1 OF 1|REV: 1
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