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core 2ol - 4 2UB—KPUBO7—B_F—R
*9.74 12 2 ‘
| 2.56 | T T—R: Tape reel;
SECTION A—A : 1: G/F; 2: 5y;

RECOMMEND P.C.B LAYOUT(COMPONENT SIDE)

TOLERANCE FOR PCB LAYOUT IS £0.05

°© KEEP OUT AREA NOTE:

=} 1.MATERIAL:

g 1.1 INSULATOR: HIGH TEMPERATURE PLASTIC UL 94 V-0;
N« 1.2 CONTACT: COPPER ALLOY(T=0.15mm)

A 1.3 SHELL: STAINLESS STEEL(T=0.20mm)

2.ELECTRICAL CHARACTERISTICS;

2.1 CONTACT RESISTANCE: 40mQ Max FOR INITIAL. 10m Q
CHANGE AFTER TEST. MEASURE AT 20mV, 100mA.

2.2 CONTACT CURRENT RATING: 5A FOR VBUS PIN; 1.25A
FOR VCONN PIN.

2.3 DIELECTRIC WITHSTANDING VOLTAGE: 100V AC R.M.S.

2.4 INSULATION RESISTANCE 100MQ Min

2.5 OPERATING TEMPERATURE: —40°C ~ 85°C
3 MECHANICAL CHARACTERISTICS:

3.1 MATING FORCE: 5~20 N.

3.2 UNMATED FORCE: 8~20N AFTER TEST
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- 4.PLATING

s 6.69 imy30min 4.1 TERMINAL CONTACT: (SEE TAB) GOLD PLATING ALL
- OVER 50u” Min NICKEL AND 80u"Min Tin ALL OVER 50u”
SECTION B—B Min NICKEL ON SOLDER AREA

4.2 OUT SHELL: 50u” Min. NICKEL ALL OVER

4.3 INNER SHELL: DEGREASE

g @ Note:FOR REFLOW SOLDERING LEAD-FREE PROCESS &
3 The O-Ring can not go through the IR process with waterproof connector together

12-0.25

SHELL SUS201 See Note”
CONTACT C2680 See Note”
INSULATOR LCP UL94V-0  BLACK
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r@ ! 10. Housings and O-rings are packed separately.
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| 005 Fj‘? 7777777 Al 11. The connector can go through the IR process once only.

PITCH=0.5 - 55 -TOLERANCES-
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Singatron Enterprise Co., Ltd.

Detail A UNLESS OTHERWISE SPECIFIED
o AV TITLE |USB 3.1 CF WATERPROOF CL0.29 H2.00mm DIP TYPEH
A XX #0300 [ XX & DWN | H.RrP PART NO. 2UB-KPUBO7-BXF-R

HALOGEN FREE — [oos [ = [CHKD[ caowa [SCALE 1:1 [UNT:_mm | @ <=

X.XXX 2020 APVD| caowel |SIZE: A3 |SHEET:1 OF 1|REV: A1
CUSTOMER COPY

1 2 3 4 4% 5 | 6 7 | 8 mtwmssos

12-0.2 2-0.25 3.3 DURABILITY: 10,000 CYCLES —
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A1 Add Note 2016.12.29 H.RP GAOWE]I
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AT KBRS (M TR R)
CEl5: KY-UB07-68 )
BLFE TR RO % e 5 450, 3Min ° Pin | Signal Mating Pin | Signal Mating
Rt DU 4 1 A 5 ) ] 4% K /1N 35-45%) X Name Sequence Name Sequence
Al GND First B12 | GND First
A2 SSTXpl | Second B11 | SSRXpl | Second
PCBHx A3 SSTXnl | Second B10 | SSRXnl | Second
/ b A4 Vius First B9 Vius First
' A5 | ccl Second || B8 | SBU2 | Second
A6 Dpl Second B7 Dn2 Second
A A7 Dnl Second B6 Dp2 Second
o~
0.8Min Yl 4sos 96.; A8 SBU1 Second B5 CcC2 Second
4—1 L 575 A9 Vs First B4 Vius First
AL 22 BEH 8 R 1 ) A10 | SSRXn2 | Second B3 SSTXn2 | Second
RECOMMEND P.C.B LAYOUT(COMPONENT SIDE)
TOLERANCE FOR PCB LAYOUT IS * 0.05 A1l | SSRXp2 | Second B2 SSTXp2 | Second
EER UL ARER A2 | 6N | First Bl | GND | First
SHELL GND SHELL GND
“TOLERANCES- Singatron Enterprise Co., Ltd.
UNLESS OTHERWISE SPECIFIED
A TITLE [USB 3.1 CF WATERPROOF CL0.29 H2.00mm DIP TYPH
XX 2030 [ XX #3 DWN | H.rpP PART NO. 2UB-KPUBO7-BXF-R
H ALOGEN FREE xxx 2025 |xxx = [CHKD| caowm |[SCALE 1:1[UNI: mm |@& =
XXXX 40.20 APVD| caowel |SIZE: A3 |SHEET:1 OF 1|REV: A1
CUSTOMER COPY
1 2 3 4 4 5 | 6 7 |8
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AT Add Note 2016.12.29 H.RP GAOWEI
38.4
32.4 LABEL 4 TAPE & REEL
Q0 PEELING ANGLE
C / Yy, 5" ~ 180°
§ BAG
S K> </
| ABOUT 160 MM LONG _ | _ | _ABOUT 160 MM LONG
‘ UNLOADED SECTION "~ PRODUCT LOADING SECTION UNLOADED SECTION
USER DIRECTION OF UNREELING
o VOID FILLER
o
ﬁ INNER CARTON DIMENSIONS:
N 2.0040.1 4.00%0.1 0 390*%390*310
Q*%_QO
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16.00+0.1 BOX DIMENSIONS:
405*405*330
NOTE:
1.MATERIAL:
BOX: FIBREBOARD, CORRUGATED, DOUBLE WALL.
TAPE: POLYSTYRENES, HEAT—RESISTANT TEMPERTURE: 120°C, BLACK COLOR.
REEL: POLYSTYRENES, HEAT—RESISTANT TEMPERTURE: 70°C, BLUE COLOR.
BAG: POLYETHYLENE, HEAT—RESISTANT TEMPERTURE: 100°C.
2.PEELING STRENGTH: 0.1 ~ 1.3 N (10 ~ 130 GRAMS) Singatron Enterprise Co., Ltd.
3.PEELING SPEED: 300 mm/min. TILE Packaging for 2UB-KPUB07-B1F-R
1000 10 10000 PCS —— KG | —— KG |DWN | nre  |PART NO. 2UB-KPUBO7-BXF-R
4,.EACH BAG SHALL BE INCLUDED DESICCANT.
bCS REELS CHKD| caowel |SCALE 1:1 |UNIT: mm @ =1
/ / | ouanmTy GROSS | NET  Fapyn[ Gaows |SIZE: A3 |SHEET:1 OF 1|REV: Al
REEL | CARTON WEIGHT | WEIGHT CUSTOMER COPY
1 2 | 3 4 4 5 6 7 |8
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