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SECTION B-B 1—4. INSULATION RESISTANCE: 100M<Q2 MIN C
NG v 3 2 2. MECHANICAL CHARACTERISTICS:
8 4.|_H_|‘ % 9.87 8 W 2—1. INSERTION FORCE: 0.5~2.0kg.
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g . — = P I 2 iE 3. DURABILITY: 10,000 CYCLES.
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] : MATTE Sn ww@/mozm: F | TERMINAL 241019400-H SEE PART NO. [
I E | RFI PAD 2 |SUS 301—1/2H MCKEL PLATED 50u"HMIN.
I H ~ mwﬁ D" | SIGNAL 1 |SUS 301-1/2H NCKEL PLATED 504 M.
3 8 7 L e - SHELL PLATED MATTE Sn REFERENCE AREA ¢ HOUSING 1 |LCP UL 94V-0 BLACK
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E: USB TYPE-C PIN ASSIGNNENTS: A | OUTSIDE SHELL 1 |SUS 301-1/2H NICKEL UNDERPLATED 60uMIN.
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.70 A10 | SSRXn2 B3 [ sstxn2 UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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30 VIEW 850 A5 | ca B8 | sBu2 X 20.5 X 20 |DWN |W-C20181202\|PART NO. 2UB1678—-C00111F
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