7 ‘ 8

0.840.3

o

6502 Pitch

0.2540.1

0

2.6
| )
:

9}
(@)

Referenc

plane

4.45
0.3+£0.1

~®

4.75

Gap(1.3 Min)

7.150.3
9,15%0.3

PIN 5

9.8

| —PLUG

Terminal

ZLRER

§4

| &

B IER
Jim

o 1

Pick&Place Area \

(ReBEt) /B

PIN 1
N
o 0.45

Date Code:

G645

2.75

1.75

it
y
)

aS3 |
%—m 1188

~ //
ﬁWeek(JéJ)

Year(4F)

4 (A=2014;B=2015...)

510.05

9.15

plane

Recommended PCB Layout

4.5

0.9

e
Ti

540.2

4.35

Tolerance: £0.1(Top view)

Reference

REV.JECN NO OR DESCRIPTION | REVISED

DATE

A PDR _RELEASE vy-C

2015.09.21

EVEN

SPECIFICATIONS: B ECN NO: L202013—-P01
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1. ELECTRICAL CHARACTERISTICS:

1—1. RATING: 1.8A (PIN1/5), 0.5A (PIN2/3/4)

1-2. CONTACT RESISTANCE:" 30mQ MAX.(INITIAL)

1-3. DIELECTRIC WITHSTANDING VOLTAGE: 300V AC FOR ONE MINUTE.
1—4. INSULATION RESISTANCE: 100MQ MIN. MEASURED BY 500 VDC
MECHANICAL CHARACTERISTICS:

2-1. INSERTION FORCE : 3.6 KGF (MAX)

2-2. WITHDRAWAL FORCE : 0.8 KGF(Reference)

DURABILITY: 10,000 CYCLES .

WATER PROOFNESS:THIS PRODUCT IS BASED  ON IPX7(1m,30min)
PLUG INTERFACE DIMENSIONS COMFORM TO USB2.0 SPEC.

OVAL RING

6—1. The amount of low molecular siloxanes(D3~D10)is less than 20
6—2. Hardness of silicone rubber:70®

6-3. Horizontal flash 0.1Tmax;Longitudinal flash 0.10max

. BODY WITH O-RING'S SEAL AREA BURRS IS 0.05mm Max.

. TO CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
PACKAGE: SEE "2UB1679-W00111H” PACKAGE.

FOR REFLOW SOLDERING LEAD-FREE PROCESS.

OTHER GENERAL SPEC. TO REFER "2UB1679-W00111H SPEC”.
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