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SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
1—1. RATING: 5A FOR VBUS,1.25A FOR GND PIN,0.25A FOR OTHER PIN.
1-2. CONTACT RESISTANCE: 40mQ MAX.
1=3. INSULATION RESISTANCE: 100 MEGAOHMS MIN. BY 100V DC.
1—-4. DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1 MINUTE.

2. MECHANICAL CHARACTERISTICS: -

2—1. INSERTION FORCE: 5~20N
2-2. WITHDRAWAL FORCE: 8N~ZON(INITIAL); 6~20N(AFTER LIFE TEST)

) 8.341388 )
6.69:484 1.00 3. LIFE TEST: 10,000 CYCLES .
Al — | |A2 4. OTHER GENERAL SPEC. TO REFER "2UB2YB0-C00111F SPEC”
- 5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
—- === — &8+ f—ra"—15¢ 6. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: (©)
B127 NCA— . e (OB 7. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING: €8
o =3
o @ d3i »o080 = 8. WATER PROOF: FOR IPX7
- 000 sl g 2010 | [nse] 9 2 9. FOR REFLOW SOLDERING LEAD-FREE PROCESS. & THE O-RING CAN NOT
3.10 o 225l Y] 6O THROUGH THE IR PROCESS WITH WATERPROOF CONNECTOR TOGETHER.

10. OPERATING TEMPERATURE:—40'to+85",

H GLUE 7-388
1.00 G 0-RING 1 BLACK
2 0.50 3 GND RING 1| STAINLESS STEEL
£ GND PLATE 1| STAINLESS STEEL
D COVER 1| STAINLESS STEEL NICKEL PLATING
28 c SHELL 1| STAINLESS STEEL NICKEL PLATING
2 B TERMINAL 24 | COPPER ALLOY 60D FLASH O CONTACT AFc4
ALL OVER NICKEL PLATING
A HOUSING  |HICH TEWP. JHERMOPLASTIC BLACK
NO DESCRIPTION QTY MATERIAL PLATING & COLOR |—
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
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SR as0 DECIMALS:  ANGLES: |TITLE USB TYPE-C CONNECTOR
4-0.50 P.C.B EDGE )
4-1.00 5.10 X #0.5 X 20 |DWN | Ye wei |PART NO. 2UB2Y80—-C10011F
200 XX 203 XX:1" [CHKD| Jm  |[SCALE 1:1 [UNIT: mm [ @& =%
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0-RING
0.50 E
1.007 7”778 g % %
1.40 M| o N
]
2.20 0.00
220 ] | 8.94_0.06
RECOMMENDED OPEN DIMENISION OF CASE 3 N
TOLERANCE:20.03mm ool [\ . JLe
MATTING AREA WITH SEALING RING ‘ <
6.10 1 J
4.80 9.94
3.20

PIN ASSIGNMENTS:

THE COMPRESSION BETWEEN COVER AND SEALING RING IS 0.3mm MIN.
SUGGESTED COMPRESSION:35-45% OF SEALING RING'S DIAMETER

PITCH=0.50

5.50

DETMLA_

THE COMPRESSION BETWEEN COVER AND SEALING RING IS 0.3mm MIN.

SUGGESTED COMPRESSION:35-45% OF SEALING RING’S DIAMETER

10.94+0.50

8.40_8%3 1.30£0.25

5.14+0.30

SIGNAL PIN T I
PIN No| “NaME ~ [NUMBER |
Al | GND 512 M

0—-RING

A2 | SsTxp1 B11 = —
A3 SSTXn1 B10
A4 | Vbus 59 NO|  DESCRIPTION QY] MATERIAL [ PLATING & COLOR |—
A5 | cc1/sBu2| B8 ' UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
ﬁt; gp%pg gé SPECIFED TOLERANCES EEEEBROERARA
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29| Vbus B4 .80 MIN. _| | X 405 X :+2° [DWN| Ye wei [PART NO. 2UB2Y80—C10011F
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ATl | SsRvp2 | B2 XXX :10.2 APVD| Jm |SIZE: A3 |SHEET: 20F2 |REV: A
A12 | GND B1 CUSTOMER COPY
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