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RECOMMENDED PC. BOARD LAYOUT

PCB THICKNESS=1.20mm
(TOP VIEW)(TOL.#0.05)

REV.|ECN _NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.: T141027-2A [ WINNIE [2014.11.10
B [ ECN NO.:S141143 YUREN 2015.01.28

SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
1—1. CONTACT RESISTANCE: 30mQ MAX.
1=2. DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1 MINUTE
1-=3. INSULATION RESISTANCE: 100MQ MIN.
2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE : 2.5Kgf Max.(INITIAL),2.5Kgf Max.(After test)
2-2. WITHDRAWAL FORCE : 1.0~2.5 Kgf(INITIAL),0.8~2.5Kgf.(After test)
S. DURABILITY: 5,000 CYCLES.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5.HALOGEN FREE PRODUCT IDENTIFICATION MARK IN JACK:©
6.HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING

/. FOR REFLOW SOLDERING LEAD—FREE PROCESS.
8. DATE : YYMMDD
9. PACKAGING : TAPE & REEL.

AEMYLARRZ &=

Mylar 2 |KAPTON 5.0x8.0) YELLOW

SHELL 1 |SUS304-3/4H NICKEL 60u”MIN

TERMINAL 4| C5210R—EH  [100u*MIN MATT TIN PLATED ON SOLDERING

GOLD FLASH ON MATING  AREA,

50u”NICKEL UNDER PLATING OVERALL

> w OO

HOUSING 1 | PA9T GN2450 BLACK
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DECIMALS: ANGLES: |TITLE| USB 2.0 CONNECTOR

£0.5 X 2" |DWN | YUREN |PART NO. 2UB3Y50-000111F
403 XX:£1" |CHKD| Cerry  |SCALE 4:1 |UNIT.  mm | & =1
10.2 APVD | Ligo SIZE: A3 |SHEET:1 OF 1|REV:B
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