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REV]ECN NO_OR DESCRIPTION] REVISED] _DATE
DATE CODE A_|PDR_NO-T150120—5A ERIC | 20150413
/© B_|ECN NO:S160451-Q PENG | 2016.07.05
N » ] SPECIFICATIONS:
0 1. ELECTRICAL CHARACTERISTICS:

T—1. CURRENT RATING: 1.8A (PIN1,4) ; OTHER CONTACTS 0.25A
1-2. CONTACT RESISTANCE: 30m<) MAX.

1—4. INSULATION RESISTANCE: 100MQ MIN
2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE : 3.5 Kgf MAX
2-2. WITHDRAWAL FORCE : 1.0 Kgf(INITIAL),0.8Kgf(AFTER TEST)
3. DURABILITY: 5,000 CYCLES.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5.HALOGEN PRODUCT IDENTIFICATION MARK ON JACK:©
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By | /® 7. FOR WAVE SOLDERING LEAD—FREE PROCESS.
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3.50 N o NO| DESCRIPTION __[QTY MATERIAL PLATING & COLOR _ f—
! i RN UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
CONNECTOR FRONT EDGE N o ’
SPECIFED TOLERANCES EERERMATRAE
0.25%0.05 DECIMALS:  ANGLES: |TITLE| USB 3.0 CONNECTOR
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1=3. DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1 MINUTE — p—



