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12.50 16.7 SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
2 \ 1—1. CURRENT RATING: 1.8A (PIN1,4) ; OTHER CONTACTS 0.25A
o 1-2. CONTACT RESISTANCE: 30mCQ) MAX.
= 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1 MINUTE
0 w o 1—4. INSULATION RESISTANCE: 100MQY MIN
Ny il < 2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE : 3.5 Kgf MAX
2-2. WITHDRAWAL FORCE : 1.0 Kgf MIN
0 4040.05 1 5040.25 3. DURABILITY: 5,000 CYCLES.
" , o « 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREF SPEC.
12.80+0.25 2.00£0.25 o o 5. HALOGEN FREE IDENTIFICATION MARK ON JACK: ©
2.4540.25 6. HALOGEN FREE IDENTIFICATION LABEL ON PACKAGING:
7. FOR WAVE SOLDERING LEAD—FREE PROCESS.
8. DATE : YYMMDD
12.80 03 9. PACKAGING : TAPE & REEL.
4.0Q ékoo 00
2 , 2.00 | 0 SHELL COVER 1 SPCC NICKEL 60u’MIN
Ny 7 om 2 w = | rerminaL 5 5RASS 5,°60LD OVER 30u'Pd PLATED ON MATING
9! 8! 7156 5 I KREA,GOLD FLASH PLATED ON SOLDERING
mw JmV & mwr mw\\ N : S0U"NICKEL UNDER PLATING OVERALL
mv mwf mwr\\$ 50'GOLD OVER 30u"Pd PLATED ON MATING
12 3 T4 D | TERMINAL 4 | PHOSPHOR BRONZE }Rea ol FLASH PLATED ON SOLDERING
Aﬁw Aﬁw % J50U"NICKEL UNDER PLATING OVERALL
» <7 °h C | SHELL 1 SUS NICKEL 60u”MIN
W]
S 1.00 LN B | BASE 1 | THERMOPLASTIC BLUE(3000)
SN 0.80 % w A | COVER 1 | THERMOPLASTIC
- 3.50 ol NO|  DESCRIPTION QY WATERIAL PLATING & COLOR
h = E—— s UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
CONNECTOR FRONT EDGE .
\ o SPECIFED TOLERANCES % SR AIRAE
DECIMALS:  ANGLES: |TITLE| USB 3.0 CONNECTOR
R ded P.CB Lovout #0.5 X 2 |own | ERIC PART NO.2UB4001-800201F
2093% ed P.C.B Layou XX 0.3 XX :£1° [CHKD|BOYE SCALE 1:1 |UNIT:  mm @ 7
(Component Side) TOLERANCE=40.03 TOP VIEW XXX +0.2 ZPVD LA SIZE: A3 |SHEET-T OF 1|REVA
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