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REV.JECN NO OR DESCRIPTION | REVISED] DATE
A | PRODUCT RELEASE Remi 2012.04.05
DATE CODE B _|ECN NO: T120062 Even 2012.06.06
| A
|_‘ MW ar SPECIFICATIONS: C_|ECN NO: S14080/ SEAN 7014.10.24
\ use .0 pLUG UsB 3.0 464 1. ELECTRICAL CHARACTERISTICS:
YYMMDD RECEPTACLE Y o0 1-1. CURRENT RATING: 1.8A (PIN1,4) ; OTHER CONTACTS 0.25A
0.60 1—2. CONTACT RESISTANCE: 30mK) MAX.
o 2.73 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1 MINUTE
2 E i RRRay N 1—4. INSULATION RESISTANCE: 100MS) MIN
e 2. MECHANICAL CHARACTERISTICS:
i) 2—1. INSERTION FORCE : 3.5 Kgf MAX
0 M 2-2. WITHDRAWAL FORCE : 1.0 Kgf MIN(INITIAL)
| 8% =i} 0.8 Kgf MINCAFTER TEST)
13.10 Sl 0.23 J. DURABILITY: 5,000 CYCLES.
2.15(Min) 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
/ 10.15(Min.) 5.HALOGEN FERR PRODUCT IDENTIFICATION MARK ON JACK: ©
15 USB 3.0R<#
: SCALE 11 10.38(REF) 6.HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING
8 ) 7. FOR REFLOW SOLDERING LEAD—FREE PROCESS.
i 12.502010 . 8. DATE : YYMMOD
2 LL1o 2o \@ - 9. PACKAGING : TAPE & REEL. Pin Number | Signal ASSIGNMENT
o : = PIN 1 VBUS
S @ ol © ] ©
W \. W w \@ ﬁ w PIN 2 D-
0 & fmmc] f PIN 3 D+
: PIN 4 OND
0.30t .40+0. | 1.40+0.10 4
1 21(Min) &lo.2]B]A 7 | 50015 S PIN 5 StdA_SSRX-
6.00 7 202010 |— = 30u” 2UB4006-900201F PIN 6 StaA_SSR+
G/F 2UB4006-900101F PIN 7 GND_DRAIN
COLD
. 12.80 1. 30(REF)(9X) PLATING i |PART NUMBER PIN'8 SIA_SSTX=
W \X/ 8.00 20.70(9X PIN 9 StdA_SSTX+
/O\ /M.\ GOLD PLATED (SEE TABLE) ON MATING
N % 2.00 o o E | TERMINAL 5 COPPER ALLOY AREA, 120u” TIN PLATED ON SOLDERING
N — | Ar o NICKEL UNDER PLATING OVERALL
—~ 7 %\ © = U HWEZ:Z}h GOLD v(@m:o (SEE TABLE) ON MATING
o @ 3 ‘oB N@@@\W I [ COPPER ALY e e
© © bt N7 ) w
| = S 1@ @@ 4 C [SHELL T |STAINLESS STEEL | NICKEL 60u'MIN
° Q B |BASE 1 | THERMOPLASTIC | BLACK COLOR
N 2.00 3 A |HOUSING 1| THERMOPLASTIC | BLACK COLOR
o0 - NO| DESCRIPTION Q7Y MATERIAL PLATING & COLOR
o U - ) 0,604 0.02(4%) UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
S — SPECIFED TOLERANCES = I SERE T R 2N ]
2 13.70+0.05 1. 20(REF) DECIMALS:  ANGLES: |miTLe| use 3.0 connecTor
15.50£0.05 X 405 X :+2° |[DWN | SEAN |PART NO.2UB4006—900X01F
XX 2205 XX:£17 JCHKD| CERRY |SCALE 1:1 JUNIT:  mm | & =3
RECOMMENDED PCB LAYOUT(TOP VIEW) XXX 402 APVDT LA SIZE: A3 |SHEET-1 oF 1|REV: C
(TOLERANCE: £0.05)(THK: 1.2mm) CUSTOMER COPY -
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