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REVIECN NO OR DESCRIPTION | REVISED | DATE
A | PRODUCT RELEASE VICTOR | 2013.05.30
SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
131 1-1. CONTACT RESISTANCE:
- 30MQmaximum when measured at 20MV maximum open circuit at 100mA
7 | 7 DATE CODE 1-2. DIELECTRIC WITHSTANDING VOLTAGE:
The dielectric must withstand 500V AC Max With 1 Minute
S YYMMDD=" | 1-3. INSULATION RESISTANCE:
0 1000M Qminimum
A \ 1-4. CURRENT RATING:
1.5A at 250V AC minimum when measured
) 34 .0mm AVAILABLE at an ambient temperature of 25° C
N 2. MECHANICAL CHARACTERISTICS:
) VACUUM PICK UP AREA 2-1. INSERTION FORCE : 3.5 Kgf MAX
2-2. WITHDRAWAL FORCE : 1.0 Kgf MIN
4 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
—® 4. HALOGEN PRODUCT IDENTIFICATION MARK IN JACKEO
5. HALOGEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
6. FOR IR RE-FLOW PROCESS.
7. DATE : YYMMDD
8. PACKAGING : TAPE & REEL. .
9. GREPRESENT CPK DIMENSIONS. N 21.40+0.02(9X)
S 2.80 20.80+0.02(9X)
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