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REV{ECN NO OR DESCRIPTION| REVISED| DATE
SPECIFICATIONS: A | PDR NO:T170216—14A Jttlucky | 2017.05.09
1. ELECTRICAL CHARACTERISTICS:
1—1. CURRENT RATING: 5V/34, (9V/2A, 12V/1.54).
1=2. CONTACT RESISTANCE: 30mQ MAX.
DATE CODE 123 DIELECTRIC WTHSTANDING VOLTAGE: 500V AC Max FOR 1 MINUTE
LS \ 1—4. INSULATION RESISTANCE: 1000MS MIN .
§ 2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE : 3.5 Kgf MAX
o 34.0mm AVAILABLE 2-2. WITHDRAWAL FORCE : 1.0 Kgf MIN
3 VACUUM PICK UP AREA 3. DURABILITY: 5,000 CYCLES.
h 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5.HALOGEN PRODUCT IDENTIFICATION. MARK ON JACK: ©
6.HALOGEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
7. FOR IR RE—FLOW PROCESS.
1310 8. DATE : YYMMDD—
9. PACKAGING : TAPE & REEL.
9 n [t} 12.80
S % S : 0 7.00
H e ey : 9-01.40
[SY/INS + o {
—| < 12.5040.10 ~ —
6| = ® 3 2.50 9-60.80
5 = s .00
| S
I%% - I Q | . [ﬁ N ‘;O [{’% @ limun
{f = B By = o I o »
ﬂJZ'U—' VT — i 349 g
i =) +
&) 3
4-0.3040.05 0.6040.05 o 2
< —
12.8040.25 1.00£0.05 0.9540.05 S S
0.50 o = Pin Number | Signal NAME
1.90+0.05 T 520 4-0.80
(SPRING MOTION 6.10 o ] 4—1.40 1 VBUS
HIGHEST POINT)
0.30 Max. 12.25 Recommended P.C.B Layout (THK:1.2mm) 2 D-
oPLC T
: (Component Side) TOLERANCE=+0.03 TOP VIEW 3 Dt
USB 2.0 PLUG USB 2.0
2.67 Min. \RECEPTACLE ! o
GOLD FLASH PLATED ON MATING AREA,
C | TERMINAL 4 | COPPER ALLOY Sn 120u” Min. PLATED ON SOLDERING
50u”NICKEL UNDER PLATING OVERALL
B | SHELL 1 | STAINLESS STEEL NICKEL 60u’MIN
- i A | HOUSING 1 | HIGH THERMOPLASTIC BLUE
.+. b oo NO DESCRIPTION QrY MATERIAL PLATING & COLOR
‘ Z~ ¥ 4.98 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
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