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REV.JECN NO OR DESCRIPTION | REVISED| DATE
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%Q/x 11.0040.02 E |ECN NO : T120127 VICTOR £012.10.15
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RS O
W N SPECIFICATIONS:
D S| R 1. ELECTRICAL CHARACTERISTICS:
S N o 1—1. CONTACT RESISTANCE:
S 30mK) maximum when measured at 20mV maximum open circuit at 100mA
DATE CODF N 1—2. DIELECTRIC WITHSTANDING VOLTAGE:
- | % 1 The dielectric must withstand 500V AC Max With 1 Minute
oS 1-3. INSULATION RESISTANCE:
@ g E 5. CORREAT FATIGY
! ;| D] © 1-4. :
mm, Wm\\ M STAND OFF FACE © < N 1.5A at 250V AC minimum when measured
— w9 at an ambient temperature of 25° C
| . P 2. MECHANICAL CHARACTERISTICS:
@ o 2-1. INSERTION FORCE : 3.5 Kgf MAX
Ozd = o 2-2. WITHDRAWAL FORCE : 1.0 Kgf MIN
| > 0.90(4x 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
> (4x)
I z a D 4. HALOGEN FREE IDENTIFICATION MARK ON JACK:  ©
13.10 Nk 505005 1.50(4X) 5. HALOGEN FREE IDENTIFICATION LABEL ON PACKAGING:
Nz o 6. FOR WAVE SOLDERING LEAD—FREE PROCESS.
15.70%0.02 7. DATE : YYMMDD
Recommended P.C.B Loyout (THICKNESS=1.2mm) 8. PACKAGING : TAPE & REEL.
(Component Side) TOLERANCE=+0.03
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e — | 075 3 Pin Number | Signal NAME
T J S T [}
O3 2.20+0,05 - 1 VBUS
15.70%0.25 2.340.1
8.45 2 b-
15.05 3 D+
4 GND
Q D | MYLAR 1 | KAPTON 13.0x9.9 YELLOW
GOLD ﬂ(,/‘wIAUCQmo ON MATING AREA,
HH q Hr C | TERMINAL 4 | COOPER ALLOY |3 S0 "ioen mamic oV
D B | SHELL 1 | STAINLESS STEEL | NICKEL 60u”MIN
< D A | HOUSING 1 | HIGH THERMOPLASTIC BLACK
:& g ﬁ NO DESCRIPTION Qry MATERIAL PLATING & COLOR
°l , f UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
AL ol gl || |f SPECIFED TOLERANCES 1= T SRR A PR LY =]
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DECIMALS: ANGLES: |TITLE USB 2.0 REVERSE CONNECTOR
0.40%0,05 2.00 :
=t X 205 X £20 |DWN |JEFF PART NO.2UB4030-000111F
7.00 XX 203 XX:£1" [CHRD SCALE I:1 |[UNIT. mm | @ &1
XXX 202 APVDACHENG [SIZE: A3 [sHEeT: 1 OF 1|REV:F
CUSTOMER COPY
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