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N/A A NEW DRAWING 2017.11.06 | WREF
ECN NO. REV. DESCRIPTION DATE CHANGE

NOTES:
1. MATERIAL:
1.1 OUTSIDE SHELL: STAINLESS STEEL T=0.25mm
1.2 INNER SHELL: STAINLESS STEEL T=0.20mm
1.3 SIGNAL: STAINLESS STEEL T=0.10mm
1.4 RFl PAD: STAINLESS STEEL T=0.08mm
1.5 HOUSING: HIGH TEMPERATURE THERMOPLASTIC UL94V-0
1.6 TEMINARL: COPPER ALLOY T=0.12mm
PLATING:
2.1 TERMINAL: SEE PIN
2.2 SHELL: NICKEL PLATED 60u*MIN.
3.ELECTRICAL CHARACTERISTICS:

3.1 CURRENT RATING: 5.0 A

VOLTAGE RATING: 20.0 V
3.2 LLCR: VBUS& GND PINS: 40mQ/PIN MAX
OTHER PINS : 40mQ/PIN MAX
LLCR MAX. CHANGE OF ALL PINS: 10mQ

3.3 INSULATION RESISTANCE: 100MQ MIN.
4.MECHANICAL CHARACTERISTICS:

4.1 INSERTION FORCE: 0.5~2.0kg.

[ad

4.2 WITHDRAWAL FORCE: 0.8~2.0kg.(INTITIAL) 0.6~2.0kg.(AFTER LIFE TEST)

5.LIFE TEST: 10000 CYCLES MIN

6. P/N: 2UB92C—0847—X0000H
TERMINAL PLATING CODE:

GOLD FLASH ON MATING AREA,

80u”Min. NICKEL UNDER PLATING OVERALL
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80u"Min. NICKEL UNDER PLATING OVERALL
30u” Au ON MATING AREA,

80u"Min. NICKEL UNDER PLATING OVERALL

: GOLD FLASH ON MATING AREA, GOLD FLASH ON SOLDERING AREA,
80u"Min. NICKEL UNDER PLATING OVERALL

: 15u” Au ON MATING AREA, GOLD FLASH ON SOLDERING AREA,

80u"Min. NICKEL UNDER PLATING OVERALL

30u” Au ON MATING AREA, GOLD FLASH ON SOLDERING AREA,

80u"Min. NICKEL UNDER PLATING OVERALL
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RECOMMENDED PCB LAYOUT(TOP VIEW)

(TOLERANCE=2+0.05mm)

MATTE Sn 60u”Min. ON SOLDERING AREA,
15u" Au ON MATING AREA, MATTE Sn B0u”Min. ON SOLDERING AREA,

MATTE Sn 60u”Min. ON SOLDERING AREA,

UNLESS OTHERWISE,
GENERAL TOLERANCE:

X XXX
X.xx
X.x
X.
ANGULAR:
X.xx
X.x
X.

Singatron Enterprise

Co., Ltd.
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