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REV.

ECN_NO OR DESCRIPTION

REVISED

DATE

PRODUCT RELEASE

Ye wei

2022.05.23

ECN NO.C202207-C03

Ye wei

2022.08.16

NOTE:

1.MECHANICAL PERFORMANCE,
1—1.INSERTION FORCE: 2N Max.(MATING RECEPTACLE:2UB2Y27—-C00211F)
1-2.REMOVAL FORCE: 1N Max.
1-3.DURABILITY: 10000 CYCLES.

2.ELECTRICAL PERFORMANCE,
2—1. CURRENT RATING:1.25A

VOLTAGE RATING:30V

2-2. LLCR:
VBUS & GND PINS AND OTHER PINS: 40mQ/PIN MAX.

LLCR MAX. CHANGE OF ALL PINS: 10mQ.
2-3.INSULATION RESISTANCE: 100MQ MIN
2—-4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
3. ENVIRONMENTAL PERFORMANCE:
OPERATING TEMPERATURE: —30°C~+80°C.
4R REFLOW:
THE PEAK TEMPERATURE ON THE BOARD SHALL
BE MAINTAINED FOR 10 SECONDS AT 260°C.
5.SALT SPRAY:48H
6.0THER GENERAL SPEC TO REFER "2UP2Y19-C03011F_SPEC”
7.T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPECIFICATION
8.HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON PAGKAGING:
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LCP UL94 V-0

BLACK

TERMINAL

C2680—-EH

30u"MIN Au ON CONTACT AREA
60u’MIN SN ON SOLDER AREA
50u” MIN NICKEL ALL OVER
GOLD PURITY:II
GOLD HARDNESS:B

HOUSING

LCP UL94 V-0

BLACK

SHELL

SUS 504

NICKEL 30u” MIN. UNDER PLATED
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TYPE-C PLUG 6 PIN SMT TYPE CONNECTOR
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