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= SPECIFICATIONS
2.54+0.1 * Voltage Rating : 250V AC/DC F
‘ « Current Rating: 3A AC/DC
¢ Withstanding Voltage : 1000V AC/minute
| l « Insulation Resistance : 1,000M (2 min
k ) » Temperature Range : - 25°C to + 85C -
¢ Contact Resistance : 20m (2 max
T 1 | = HOUSING
e Part No.: 2WB1116-04 E
e Poles: 4
¢ Material : Nylon 66 UL94V-0
¢ Q' ty: 1,000 pcs./Bag
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SECTION A-A
TOLERANCE LTR REVISION RECORD NAME | DATE | LTR REVISION RECORD NAME | DATE T
.0 +0.30 [ A\ [G 200612-004 KER|2006/12/13 Singatron Enterprise Co., Ltd.
.00 | +0.20 | A\ [p6 200704-007 FliEie [2007/0424] /oy
.000 | +0.10 | A\ [200801-006 R 200801717 A TITLE | 2.50mm Disk Drivr Power Connectors Housing
ANGLE A\ |BHEERHER ikt |2012/11/30 DWN | sks&4 |PART NO. 2WB1116-04 A
o [ 21 [ A CUSTOMER CHKD| %717 |SCALE 1:1 [UNI._mm | & =%
.0° + /& ) APVD | s %5 |SIZE: A3 |SHEET:1 OF 1|REV: a4
SHEET | 1/1 N Conforms to The RoHS Instruction CUSTOMER COPY
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