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m SPECIFICATIONS
" Current Rating : 7A AC/DC
" Withstanding Voltage : 1500V AC/minute
" Insulation Resistance : 1000MQ min
" Temperature Range : - 25°C to + 105°C A\
" Contact Resistance : 20mQ max
n WAFER
" Part No. : 2WB1120-03N02
" Poles : 02
" Material : Contact : Brass, Tin Plated
Base : Nylon 66 UL94V-0
Q' ty: 1000 pcs./Bag
(10.6)
11.81+£0.40
8.6 m <]
7.92+0.30 | 2.00
1.14£0.05 ‘ Housing
i . \ 2
. . 1A E
' Wafer ~
! ! © | < N
! ! < . o PCB <
1 | T N | = _1
|_Jr 1 - . 7, <
1 1 © | -
CL CL ] ”’7 ci’ Recommend Assembly Dim
TOLERANCE LTR | REVISION RECORD [ DATE LTR |REVISION RECORD | DATE . .
0 $0.30] ECR | DG 200605-002]06,/05,/04 Singatron Enterprise Co., Ltd.
001 20.20 A | S TIERE [10/11/02 L | 3.96mm Wire fo Board Power Conneclor Series.
AL = DWN | > 7fif& |[PART NO. 2WB1120-03N02
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APVD | 3k F % : : :
—_O.@ : Conforms to The RoHS Instruction ik 7 % C%éi‘OA;ER Sggg; OF 1IREV: a1
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