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m SPECIFICATIONS
(4.50) " Voltage Rating : 100V AC/DC
Terminal - Current Rating : 2A AC/DC
- Withstanding Voltage : 800V AC/minute
77 72 - Insulation Resistance : 1,000MQ min
Housing - Temperature Range : - 25°C to + 85C
-7 T o3 N —~ - Contact Resistance : 20mQ max
2% % O -max processing Temperature: 230°C for 60sec
i BB B B Y o o S 260°C for 5sec
— — Wafer TS
s \\ = WAFER
9.00%070 7 o - - - Part No. : 2WB1125-04 (6TNHXX) BK
. N 0
roduct code :
= Dip Length : Blank= 3.3
Aseemble state @Dip Leng aB1=25rr?$
D2=2.4mm
10.0+£0.30 4.5 - Material :
1. Contact : Brass
2. Base : Nylon 6T UL94V-0,Halogen Free
—— V Color : Black
- Plated : Bright-Tin Plated
D D © - Qty:1000pcs/ bag
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Recommended PCB Layout
TOLERANCE +0.05
TOLERANCE LTR REVISION RECORD NAME | DATE Singotron Enterprise Co., Ltd.
.0 +0.30 | A\ |add dip length option Erin |2016/12/23 ’
'880 20.20 % TITLE | 2.00mm DIP Series Wire fo Board Connector
- AN(;LOE1O /N DWN | Erin |PART NO. 2wB1125-04 (6TNHXX) BK
0° T1° A CHKD|Tom ShihSCALE 1:1 |UNIT: mm @ =1
o I /A APVD {Tom Shih|SIZE: A3 |SHEET:1 OF 1|REV: Q]
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