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19.840.10 19.8£0.10 = SPECIFICATIONS
0 w0 ¢ Current Rating : 4A AC/DC
1 X Ty | ************ * Withstanding Voltage : 1,500V AC/minute F
‘ ! * Insulation Resistance : 500M () min
ﬁ—qa—qa—e R 0——6- 49—@—9 - e Temperature Range : - 40°C to + 85°C
‘ - T - ¢ Contact Resistance : 10m ) max
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23.76+0.10 e Part No. : 2WB1139-XX
2WB1139-06 2WB1139-12 D Poles.: 6, 12(With Peg) .
Recommended PCB Layout Recommended PCB Layout * Material : Contact : Brass, Tin Plated E
Base : Nylon 66 UL94V-2
e Q'ty: 1,000 pcs./Bag
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TOLERANCE LTR |REVISION RECORD DATE LTR |REVISION RECORD DATE . .
.0 +0.3 | ECR | RoHS Compliant 07/01/04 Singatron Enterprise Co., Ltd.
. . ECR 200901-011 09/01/15 ., .
880 Igf 01/ TITLE | 3.96mm Crimp Style Connectors Wafer(With Peg)
ALL I - DWN | # = PART NO. 2WB1139-XX A
ANGLE CUSTOMER CHKD| F#t#% |SCALE 1:1 [UNT: mm | & =%
o T . APVD | %#ti% |SIZE: A3 |SHEET:!1 OF 1|REV:a2
o i Conforms to The RoHS Instruction CUSTOMER COPY
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